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“Everything in Roofing from the cheapest that’s good to the best that's made."" 
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Oshawa, Canada 





The largest plant in the British Empire for the 
exclusive production of 


Sheet Metal Building Material 
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to be CENTS, 


Surface measurement. 

Girth measurement. 

Per square covering measure— 
Spot Cash, F.0.B. Oshawa. 
Spot Cash Delivered. 

‘et Cash 30 days, F.0.B.Oshawa 
Net Gash 30 days, delivered. 
Make immediately and ship 

soon as possible. 

Best carload rate per hundred 

Ibs. we can get is. 

Minimum weight per car, 24.000. 
Minimum weight per carload 


90,000. 
Get best carload rate per 100 to 
Cannot accept order at price 
named, lowest we can quote 


Await letter before shipping. 

Duplicate last shipment. 

Duplicate shipment of— 

Hasten oe of— 

Ship all rail. 

Ship by express. 

Ship care of— 

Ship Hamediavely 

Ship via lake and rail. 

Ship in our name to— 

Ship to——at-—. 

Ship this week. 

Ship to-morrow. 

Ship via lake. 

Ship what you have ready, let 
balance follow soon as possible 





: a 
Co ,8 


32 4 & @ 7 
rt Ww & AUP wR 


Private Telegraph Code 

Also use A.B.C. Code, 4th and 5th Ed. Western Union 
Cable address : “Pedmetal” 

FOR QUANTITIES—Follow the cipher word with squares, 
sheets, bundles, only, und: 

unds, tons, boxes, wh 
use the word * 

use the word ‘‘LINE’ 

FOR PRICES—Alwa 

word, the last two 

, except 


, rolls, dozen, h 


'AREFET," and for LINEAL FEET 


s prefix the word PRIX before the cipher 
ures of a cipher will always be construed 
the word DOLLARS following the cipher 
word, when the cipher word will be taken to mean dollars 
goly viz.: “Prixenn”™ means $1.00; “‘Prixcnn dollars’’ means 
aad “Prixwww"’ means $9.99; “Prixwww dollars’ means 

00. The prix in every case to be joined to the first cipher 
word, making one word. 


icheves is meant, and for SQUARE 


Account Do you accept our offer? 


Accove 


Ship what you have ready, can- | Addict 
cel balance. Adduce 
Ship within one week. Adieu 
Trace last shipment. Adit 
bie oa ges — , Adjoln 
te nu messa: lowest ure 
egy £0. —for—. Admire 
WwW ear number and route | Admit 
shipped. Ado 
Ship via G.T.R. Adonis 
Ship via C.P.R. Adorn 
Ship via Canadian Express. Adrift 
Ship via ‘ion Express Adult 
Don't give option for consider- | Advent 
able quantity without con-| Adverb 


Don't sell more at better than. 
Don't sell more. 
Have more favorable offer. 


Price we name is lowest. 

Quotation too high, can you not 
revise same? 

Quotations made—our best, can 
not revise. 

Quote by mail lowest price F.O.B. 
ss «Naa 

Quote by day message lowest 
price F.0.B.—for— 

Quote by wire lowest price F.O.B. 
—and ad earliest shipment. 

Quote by mail lowest price F.0.B. 
—and advise early shipment. 

Quote for immediate acceptance 


by wire. 
Quote for immediate acceptance 
by mail. 
Quote on specifications named for 
shipment. 
ote subject to prior sale. 
ote you — 
te you in answer to inquiry 


of— 
Rating—not satisfactory. 
Reduce p to— 
Secure best offer from— 
Sell more at same price. 
Sell—only for cash. 
Sell only fo to approval, 
Sell only subject to stock on hand. 
Sell in small lots only. 
Shall we accept—offer ? 
Shall we sell more ? 
Shipment balance this month. 
Shipment careee next 60 days, 
What price shall we quote? 
Withdraw all offers. 

draw offer to— 
—accept our offer. 
—offer not worth considering. 
Will meet price mentioned. 


| 
| 
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“A few facts without varnish are mo. 
re convincing than 
full of enthusiastic misrepresentations.” ‘ iad 





TERMS AND CONDITIONS 





1. This Catalogue cancels all previous Roofing Catalogues. 
2. Quotations are for immediate acceptance, 
3. Prices are subject to change without notice. 


4. All agreements are made contingent u i 
pon strikes, fire 
or other causes beyond our control. ae 


5. All orders booked by a salesman or selli 
Pheer elling agent are subject to 


a . A oes means 100 square feet (or 10’ x 10’) covering measure 
plain ace, excepting corrugated iron, ich j 
coceupeel g ron, which is sold by the 


7. Orders entered upon our books cannot be countermanded, except 


with ill i 
at ae consent, and upon terms which will indemnify us against 


8. All articles made by us are inspected before shipment, Should 
any goods prove defective, or not as ordered, we will, upon due notice, 
take them back or replace them, but no claim for expenses incurred 
in using such goods will be allowed. 


9. TERMS ARE NET, THIRTY DAYS j 
No di che , Subject to draft at our option. 


10, All prices are f.o.b. our Warehouses at Oshaw: 
.0.b. a, Montreal, Ottawa, 
Toronto, London, Chatham, or freight equalized on Galt or Preston. 
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Of Mutual Interest 


1, Smrrinc Dinecrions—In each instance we prefer 
to have the shipping directions accompanying the 
order, and we will ship the goods in the manner 
directed. If, however, no shipping directions are 
given, we will forward goods as under the circum- 
stances we think will be most satisfactory, 


2. Sampres—We will be very pleased at any 
time to furnish “bag yet customers with any 
samples of our goods, for which no charge will be 
made, though the cost of expressage must be borne 
by the consignee. In ordering samples it is necessary 
to stipulate exactly what is required, otherwise we 
might go to a lot of unnecessary expense and trouble 
and likely send you a lot of samples in which you took 
no interest. Cornices, crestings. finials, statuary, etc., 
and all special work excepted. : 





3. Comptaints—Should be made at once and in plain language. We take pains 
to have everything right and satisfactory to our customers, and when it is otherwise 
we are more than pleased to correct it. 


4, Goons ox Aprrovai—We do not ship goods on approval. id aba in this 
catalogue is meant to be just as it is represented, and if by any chance it should 
be otherwise, you will find us most anxious to correct same, 


5. Our Best Apvertisinc—We spend a great deal of money advertising in a 
great many different ways, but our best advertisement is a well pleased and satisfied 
customer. Some ancient writer has said, ‘A kind word can never die.’" What you 
may be able to say for us will be most heartily appreciated. 


6. Acency—We do not give Exclusive Agencies for any territory unless the 
sepmeant is willing to carry a stock and devote a reasonable portion of his time to the 
usiness. 


7. How ro Orper—Please do not order goods “same as last." In fact, as far 
as possible, reference to former letters or orders should be avoided. We receive 
many letters ordering goods in this way, and they involve much trouble and loss of 
time. Every letter should be explicit and complete in itself. Itemize and specify 
articles as clearly and distinctly as possible. Orders are sometimes Galayes because 
customers fail to specify plainly what they want; it also assists us greatly in getting 
out orders if a plain, straight order for goods wanted accompanies the letter. € re- 
ceive many orders in which customers name two or three items wanted, then ask a 
question or two, then a few more items, then another question, and so on, making their 
letters very confusing. To this style of order we attribute mostly all delays and errors. 


8. When Oxverinc—Write your name and address plainly. Every few days— 
and sometimes oftener—we receive a letter from someone who forgets to sign his name. 
If it is an order with money enclosed we are pretty sure to hear from them, wanting 
to know where the goods are, and sometimes the letters are not overly civil. If it 
is a letter of boo gant and our correspondent gets no answer to this, he concludes we are 
inattentive and careless, and as a result we are apt to lose what might be a good 
customer. Do not cut or tear the pages of this book, as it destroys it for future refer- 
ence. Mention of the figure and page number will make us perfectly familiar with 
what you refer to, 


hg Toots—A hammer and a pair of snips are the only tools required for ordinary 
work, 


6 


THE PEDLAR PEOPLE, Limiren “ Keeping Evertastingly 
$$$ tt it Brings Success.” 


at it Brings Success.” 





Model “A” Mote #8" 


Patented May 3rd. 1893, April 20th, 1909 
Design Registered June 7th, 1898, January 15th 1900 Asst Toth, 1909, 


The “Oshawa” Steel Shingle 


Locked on all Four Sides. 
“Lightning Proof” 
We guarantee this shingle to be Wind, Water and Storm Proof on 


any roof having a fall of three inches or more to the foot. 


os cea a shows one sheet, size 16 x 20 inches, 45 sheets cover 


ee ened in wooden boxes, one square (covering measure) in each 


Miniature samples showing construction of th i 
request. Write for Free Booklet, Roofing Rig “eos heap tae 
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The “George” Shingle 


Locked on all Four Sides 
“Lightning Proof” Proof" 
art Sheet 24” x 24° —25 Sheets Cover 100'sq. Tt. 


Stor avipg ree inches 
th ar 
aK PEELE per Square 


ak ‘sl “92 Ibs. | Naid | “50 
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“Short” Shingles 


UUUUUUUUUUUUU 


Quarter Length Shingle 


Mn 


Half Length Shingle 


thi 


Three-Quarter Length Shingle 





-+ 


The height of these shingles is respectively 6, 12 and 18 inches 
from butt to trimmed line. 
he The “Oshawa” and “ George " shingles are now supplied ready cut, 
in 4, 4 and 3 lengths, to avoid cutting them on the roof under ridge 
and hip flashings, when length of rafter is given. 


— 
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Directions for Applying the 


“Oshawa” and “George” Shingles 


FIRST COURSE—Commence at the lower left-hand corner of the roof. Lay the 
first shingle so that it projects one inch over the eave so that the bottom edge of the 
shingle is in a straight line with the fasciaboard. The left-hand side of the first shingle 
must be nailed securely to the crown prey a nail every three or four inches. e 
shingles are not nailed on the top, but on the flange of the perpendicular lock on the 
right-hand side, and in driving the nail home should be taken that the rib in the 
perpendicular lock is not flattened down. Care mustalso be taken that the top locks 
are in a straight line, otherwise when the second course comes to be laid, it will not lock 
in the first course properly. After this shingle has been placed in position it must be 
nailed at the right-hand side in the same manner as the first shingle, and so continue 
the full run of the building. 


Particular attention must be paid to the following:— 


After the perpendicular lock has been inserted one within the other, it must not 
be altered, either by hammering down with a mallet, or any other way. as it is a 
natural watershed in itself. 


The lower edge of the first course must be securelp nailed at the eave, sap 
every three or four inches, or where a starting strip is used as shown on page 
11 the shingle must be securely locked to this strip. 


_ SECOND COURSE—Commence the second course with a half sheet so as to break 
jas at the middle of the under sheet, as indicated by sunken recess for the purpose, 

hen continue to lay these in the same manner as the first row, with the exception 
that the bottom edge of the shingles must be Pepin, Heniangy into the top of the first 
course. The horizontal lock, that is, the lock at the bottom and top of shingle, when 
property put together, must be driven down by placing a wooden block at,the extreme 

utt edge of the shingle and striking same with a hammer, Sut care must be taken 
not to close the water channel at the end of the perpendicular lock. 


HIPS—Do not bend shingle over hip, as it decreases the eae of the perpendicular 
oer _* would strongly advise the use of our special hip flashing as shown on 
Dp 


RIDGE—When laying the top or last course on the first side of the roof, work flush 
up to ridge. On the other side allow the last course a projection of two or three inc‘1es 
above the ridge, which projection must be bent over and securely nailed. When 
applying ridge roll, securely nail wood filling to ridge of roof, over this lay your iron 
roll. nailing it only to the wood filling. This will allow your apron or steel e capping 
a lappage, on either side of the roof, of three inches. 


VALLEYS—We would advise the use of our improved valleys in every case. Cut 
the shingles same as wooden shingles, then turn an edge down and lock under hook 
prepared on side of patent valley. 


NAILS—Use 1 inch No. 12 wire nails. For dwellings we advise the use of Rosin 
Sized paper under the metal shingles. 


A hammer and a pair of snips are the only tools required. 
In laying any metal shingles alwavs wear rubber shoes. 


SCAFFOLD—Arrange scaffold as per page 15. 
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Figure ae 
Secfien Showings Mathed of Covering Rives 


Figure 2:~ 
Secfion Showing Mefhed of Covering Hip. 





Figure 3:- 
Sechien Showing Method of Covering Enve. 


These drawings show the method of applying “Oshawa” and 
“George” Steel Shingles on “hiproofed” barn or house. 
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The ‘Pedlar’ Steel Shingle 


Guaranteed to be waterproof on a roof having a fall of three inches 
or more to the foot. 


The Painted Shingles are dipped in a double coat of Pure Boiled 
Linseed Oil and Red Oxide Paint before leaving our factory. 


The Galvanized Shingles require no paint. 


Illustration shows one sheet, covering size 15% x 22% inches, 43 
sheets cover 100 square feet. 


Shipped in wooden boxes, one square (covering measure) in each box. 

















Price per 
Number Square 
Painted Red $3 00 
Pp: 3 25 
Paigt 375 
G: zi 4 50 
Galvanized 475 





PRICE. 
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Manner of Applying the “Pedlar” Metal Shingle 


FIRST COURSE—Commence at the lower left-hand corner of the roof. Lay the 
first shingle so that it is flush with the crown moulding. Nail securely the top of the 
sheet with three or four nails, Then take the next shingle and insert the edge into the 


loop or lock of the one oh angen rie 
This can be done easily by raising 
the right side of the shingle to be in- 
serted, then lower it and nail it as 
above, cg eaang, in a straight line 
until you have laid enough to finish 
the first course. 

The lower edge of the first course 
must be securely nailed at the eave, 
say every three or four inches. - 

SECOND COURSE—Commence the second course with a half sheet so as to break 
joints at the middle of the under sheet, as indicated by a sunken recess for the pur- 
pose. After this course is nailed down, turn up the cleat at the bottom and flatten 
down, and so on until roofing is finished. 

Never flatten down the side lock. 

RIDGE—When laying the top or the last.course on the first side of the roof, work 
flush up to ridge. On the other side allow the last course a projection of two or three 
inches over the ridge, which projection should be bent over and securely nailed. When 
applying ridge roll, securely nail wood filling to ridge of roof, over this lay your iron 
roll, nailing it only to wood filling. This will allow your apron or steel ridge capping a 
lappage, on either side of the roof, of three inches. 

VALLEYS—We would advise the use of our improved valleys in everp case. 
Cut the shingles same as wooden shingles, then turn an edge down and lock under 
hook prepa on side of patent valley. 

NAILS—Use | inch No. 12 wire nails, and for dwellings we advise the use of Rosin 





. Sized paper under the metal shingles. 


Always wear rubber shoes on metal roofing. 


SCAFFOLD—Use two ropes and a 2x 4 inch, as shown above. A foot rest is all 
that is neccessary on any roof, and this style of scaffold can be taken up as the work 
progresses, 

A hammer and a pair of snips are the only tools required. 
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A house can be erected in balloon fashion and covered with our 
Metal Sidings and Roofings at a very much less cost than if wood 
shingles and veneered brick were used. 


We have several styles of finish for sidings, such as Plain Brick, 
Rock Faced Brick, Rock Faced Stone, and Cut Stone, with Trimmings 
such as Corner Iron, Window and Door Caps, etc., suitable for each 
pattern. 

For residences we always recommend the use of our Rosin Sized 


Building Paper under the Shingles and Sidings, as it makes a warmer 
building in winter and a cooler building in summer, being a non- 


conductor of heat and cold. Any style of architecture can be followed, 


and any style of finish imitated. 
These buildings are absolutely Wind, Water, Storm and Fire Proof. 
14 
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The “Victoria” Shingle 


These Shingles are designed for use on Verandahs, Dormer 
Window covering, Dome or Mansard Roofs. They must be laid on 
close sheeting boards, and are guaranteed on a roof having a fall 
of three inches or more to the foot. 


These Shingles are galvanized after being formed up. 


Each Shingle covers 814 x 11's inches. 152 sheets to a square, 











SEE. REVISED PRIGE LIST HEREWITH 
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No. 663 No. 689 


173 Tiles to a Square 200 Tiles to a Square 


“Square Nose” Tiles ‘Hexagon’ Tiles 


These Tiles are designed for use on Verandahs, Dome, Mansard or 
Tower covering. They must be laid on close sheathing boards, and are 
guaranteed on a roof having a fall of three inches or more to the foot. 


ite "aR 
Number Grade Kind syigring Code | Se 
668 28 Gauge Galvanized 12) Ibs. Native $8 00 
| 
8 75 


669 28 Gauge Galvanized 130 Ibs. Natty 
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Hexagon Tile No. 669 



































Shows appearance and manner of applying Hexagon Tiles. 
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“Diamond” Tiles 





Small Tiles of this description are intended as an ornamentil 
covering for Gables, Mansards, Towers and Porches. 


Each tile covers 6 x 6 inches, and 400 will cover one square. 
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Pedlar’s Perfect Spanish Tile 












No. 678 N. Tile for Body of Roof No. 677 N, Tile for Eave Course 
Each Tile covers 744 x [1's inches. 172 Tiles per square. 


Section through Tile 
and Lock 















Shipping | 
Weight Code 
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Method of Applying Spanish Tile 


These tiles can be put on any ordinary board roof, though the 
closer the sheathing is the better the job will be. A good ply of red- 
rosin sized building paper should be used under the tile. Do not use 
any tar paper. 

On hips put up a strip of wood 3% inches wide by 14 inches thick 
and cut tiles and shingles to fit close up to same, as per illustration 
above. On this put hip tiles, cutting them to fit rounds of roof tile; 
on ridges put a strip 24% inches wide by 14 inches thick and fit ridge 
tile over this. 

In finishing to valleys, cut the flange on the valley tiles so as to 
make a straight line to suit angle of valley. 

Our No. 696B valley can be used with these tiles, 























Figure 4. ~ 


For scaffolding, take a piece of timber 2 inches by 4 inches, to this 
nail 1 inch boards, as above. This scaffolding can have a board at 
back 8 inches high to prevent tools from slipping off. 

A scaffold constructed in this manner prevents the possibility of 
the rounds becoming crushed. 
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Ornamental Hip Ridge 




















All Galvanized Stee! 
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“Spanish ” Tiles 





_ 
ben 
Pedlar's Perfect Spanish Tiles can be supplied for round towers 
graduated to any size in diameter, but the height of such tiles have to No. 690—lIllustrates a circular tower of a Chatham, Ont., residence, 
be especially constructed for each and every job, so that it is impossible roof of which is finished with our Graduated Tiles. 
to quote prices in a general way, without knowing the dimensions of We make a specialty of coverings for graduated, round or square 
the tower to be covered. ~ Tower Roofs. : . 
These tiles can be made in galvanized steel or in copper as desired. Prices for this class of work, however, can only be given on receipt 


of plans showing size and shape of roof to be covered. 
23 
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“Scale Pattern” Tile 


! 
Illustration shows four sheets, each covering 22% inches wide ‘by 
96 inches long. 
This Tile is especially adaptable for Mansard or Verandah covering. 
The Beaded Roll is pressed on the left side of each sheet, and laps 
over a raised flange on the next sheet, making a tight joint. 








For Steep Roofs only. 
Number | Grade Kind Shipping Code Price 
r (609 | 28Gauge | Galvanized | 100 Ibs. Nice $ 6 50 
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eo . ” . 
“Fancy Fish Plate” Tiles 
=_ 
These Tiles are specially designed for use on Towers or Mansard 
Roofs. They must be applied to steep roofs only. 
a No. 746 
Shippi Price per 
Number | Kind Size Werhte Code Saeaes 
at | = 
i . x 8 in. 170 Ibs. Noman $17 00 
emir | there | ie | mee |e 
~ All made from 28-gauge stock. 
25 
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“Plain Fish Plate” Tiles 
= 
No, 750—Made in five sizes 

These Tiles are specially intended for use on Towers, Gables, 
Mansards, ete. 

Made in any kind of sheet metal, prices of which will be given on 
receiving specification. 

In the case of a graduated tower the several sizes can be used ~~ 


together. Order by Catalogue number. 











Number Kind Size peing Code Price 
750 Galvanized ee ad 160 Ibs. Niece $12 00 
751 Galvanized 44" x 9 170 Ibs. Nisur 15 00 
752 Galvanized a7. x E 180 Ibs, NIMBLE 17 00 

53 Galvanized 34" x 7 190 Ibs. Nir 19 00 
754 Galvanized 3” x «6” 200 Ibs. Nop 22 00 


All made from 28-dauge stock. 
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No. 695—Hip Flashing 


No, 684—Ridge 


See 


Wooden filler for ridge roof cap 
No, 694. Free with ridge 


No. 696-—Valley 


No, 8 Tinners’ Sni 




















Price per pr., $1. ‘ 
Nails 
See page No. 37 
| 
Number | Gauge Kind Size | Code Price 
| a i 04 
Painted Red © Winch NAVAL $0 

SB 3 Gene Galvanized 10 inch abide 1 os 
BA | «(oR Gauge Painted Red finch Naw 05 

‘ainte r 
woiB 3 ane Galvanized 10 inch asd : - 
695 | 2&8 Gauge Galvanized 10 inch ey ee 
696A 28 Gauge Galvanized 15 inch mean % 

6968 28 Gauge Galvanized 24 inch | Neat 
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Illustration shows section of a roof and ma i 
and Vchaved wood spe 7 Come-Crimp Rootg 


“Corro-Crimp Roofing” 


This material differs only from the old-time corrugated iron in 
that it has a tight, secure A overlap lock 13 inches from base to apex. 
or three times deeper than an ordinary corrugation. 


e sell it per square of 100 square feet, co , owing 
W ver ing measure all 
one full crimp side lap and four inches end lap on sheets. 
A square that we sell will cover an area 10 0 e' 
of 
x1 fe t or 100 


As illustration shows, Corro-Crimp Roofing i i 
from 48 to 96 inches long. § is made in large sheets 


ppl. qui th err material ever put 
It can be a ied u cker an any oth ‘oofin 
g 


It can be applied by anyone by following directions on next page. 


PRICES “CANCELLE 
% HEREWI 











Galvanized 105 Tbs. 


74 REVASEIEIERIGE LS 


20 Gauge Galvanized 22) Ibs. Om 
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733A 24 in, girth, 7 in. apron each side of the roof. 12c. per lin. ft. Code; Opium 
733B 32in. “ iin. * i ne lfc. sit Code : Onize 
7330 40in. “* 17in, “ fe! i 2c a Code : Ootve 
733D 48in. “ 2lin. “ “i = 24e. =i Code : O1Ly 





Corro-Crimp End Wall Flashing—Galvanized 
No. 734. 12-inch girth, 6c. per‘lin. ft. Code: Onin 





Hip Flashing for Corro-Crimp Roofing—Galvanized 


Kindly note that we are manufacturing this in the following sizes, 
to be sold at the following prices -— 


738A 16 in. girth ext. 8 in. above and 8 in. below the hip. 8. per lin. ft. Code: Oner 
20 in. * 8 in. hes ins) is 10c, o 


Code : Orinr 


738C «24 in. “Bin. in, " . 12c. as Code : Orrum 


In laying Corro-Crimp Roofing it is necessary that the top of the 
top sheet on the bottom rafter be kept 4 inches from the hip when 
using the 16-inch girth flashing, 8 inches when using the 20-inch girth, 
and 12 inches when using the 24-inch girth. By figuring this way, the 
hip flashing will lap 4 inches over the sheet below the hip in each case. 
It is also impossible to start the first row above the hip less than 4 
inches from the hip. This flashing can be used with the wide apron 
above the hip if necessary. 
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“Corro-Crimp Roofing” 


Directions for Laying. 


The roof can be sheathed with any ordinary lumber, or you can 
apply purlins of any size from 1 in. x 3 in. transverse of the rafters. 
To the sheathing or purlins you attach battens 15¢ in. triangular at 
32 in. centres, which are supplied free with Corro-Crimp. Apply the 
sheets fitting A lock over the battens and nail the sheet to the left-hand 
batten, Then lay the second sheet overlapping the left-hand lock 
over the right-hand A of the first sheet and nail through the apex. 
Continue this until first belt is applied, then return to the left and lay 
second belt in the same manner. 


Engineers and architects will find this product a boon to them 
in covering steel superstructures, as the cost of applying will be reduced 
over 50 per cent. 


The same method is followed in applying, only that the battens are 
bolted to the steel purlins with hook bolts, the heads of which are sunk 
into the battens. 


We have known always that while corrugated iron was easily 
applied and apparently cheap, it was, in reality, expensive on account 
of the large amount of material consumed in lappage. 


However, the people have demanded it—we have made and sold 
it—but for years we have studied the situation and applied our energies 
to conceive an idea that would satisfy the desires of the purchasing 
public and supply a corrugated iron that would be without the faults 
of the material heretofore used. 
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Corrugated Iron 
2-Ine orrugations 


{PREGES -CANGELLED 
























i Pa Lif: HERR WITH |" 3 

t BEE REVISED 3 a \ S. ‘AGAN 4-3 

rs F a ee e © 3 ‘AIN 5 80 

>Hi 8 Gaus Painted ite u ier 7 50 

“IP RIGES. CANGELEED|«. 

Wai ] | Ba $3 65 

P R G < faiva ized 198 Ibs. seam 
722L 24 Gauge jalvaniz: é . 

3 i ‘ 6 10 

WEE REWISEDGIPRIGE LIS: HERRWITH ; 2 


BR | I8Gauge | Galvanized | 238 Ibs. 





ade in Tengths 2, 3, 4,5, 6, 5 and 10 feet. — . 
Either 2714 or 33 inches wide (the latter being standard width). 
These prices are for actual size of sheets—not for covering capacity 


on roof, 

Extras on Corrugated Sheets 
10 ft. sheets in 28 and 26 Gauge only........-- Extra 25c. per square 
Cross Corrugating, any gauge or size...... ....- 25c. = 
Curving any gauge or size........ aataly bie RPE 50c. 


For roofing, use a 134 corrugation side lap and 6 inches of an end 
lap, and to provide for this lappage add 20 per cent. to the above prices. 

For siding, use a half corrugation side lap, and 1 inch end lap, and 
to provide for this lappage add 10 per cent. to the above prices. — 

Refer to table on page 39 for amount of corrugated iron required to 
cover a square, when laid, allowing for different laps. 
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Corrugated Iron 


2-inch Corrugations 


Corrugated Roofing and Siding is the strongest known form of sheet 
iron, and is used wherever it is desired to impart strength and rigidity 
to the structure. To make a tight, waterproof, and handsome roof, the 
corrugation must be even and exact, and to insure this we corrugate all 
our iron on a 38,000-lb. press, one sheet and corrugation at a time. At 
each corrugation the sheet is gauged on iron gauge tables before the 
pressure is applied. Absolute uniformity is thus secured, and the sheets 
match exactly and evenly throughout. The object in corrugating iron 
is to stiffen the sheets. 

A square means 100 square feet NET. 

In selling corrugated sheets no allowance is made for laps. 












Number Grade uth Shi a a t rice 
748 00 
748 ‘a be 1 Ros iy pes 45 
TABI ed 45 
748 : ie ine ER 00 
748) nizec fs) hy 85 
TAR 2% G: auge Galvanized : 05 

an 20 
eS zo sb HOE BIST » Blinn : 





are $2 x 3 ad sheets. 





Extras on Corrugated Sheets 


10 ft. Sheets in 28 and 26 Gauge only........... Extra 25c. per square 
Cross Corrugating, any gauge or size ......... hid 25c. 
For roofing use a 1'4 corrugation side lap and 6 inches of an end 
lap, and to provide for this lappage add 20 per cent. to the above prices. 
For siding, use a half corrugation side lap, and 1 inch end lap, and 
to provide for this lappage add 10 per cent. to the above prices. 
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Corrugated Iron 
1-inch Corrugation. Sheets 96 inches long. 


1-inch corrugated iron is used for ceilings only, and on account of 
its stiffness can be nailed directly to the joists. 

Corrugated Roofing and Siding is the strongest known form of sheet 
iron, and is used wherever it is desired to impart strength and rigidity 
to the structure. To make a tight, waterproof and handsome roof, the 
corrugations must be even and exact, which exactness cannot be ob- 
tained by corrugating on rolls. The demand for corrugated iron has 
been so great the last few years that many manufacturers, in order to 
save time and increase their output, are corrugating their iron on rolls. 
Six to eight sheets are run through at once; it being impossible, of 
course, to have the edges even, they will not match, some corrugations 
will be shallow, others deep, and even the same corrugations will often 
vary in width and depth at every foot of length. We corrugate all our 
iron on a 38,000-Ib. press, one sheet and corrugation at a time. At each 
corrugation the sheet is gauged on iron gauge tables before the pressure 
is applied, absolute uniformity is thus secured, and the sheets match 
exactly and evenly throughout. The object in corrugating iron is to 
stiffen the sheets. 

A square means 100 square feet NET. 

In selling corrugated sheets no allowance is made for laps. 

7 


e | kin | : E eames 
_HBSE air a ae ae H pad 8 


Numbers B, D, are 25x06 Inch sheets. 
Number E is 33x 96 inch sheets, 
Add 10 per cent. to above prices to cover l-inch end lap and one-half corrugation 


side lap. 
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Corrugated Siding 


building 
This Siding is intended for Elevator covering, or on any id 
where there is any liability of settling. It is made in a cohen Sony 
rolled—one corrugation at a time, and is absolutely uniform none ” 

The corrugations are 2% inches, and it can be made from sheets 
30 inches or 36 inches high by standard lengths. 

A square means 100 square feet NET. 

In selling corrugated iron no allowance is made for laps. 



















Price per 
ras one Square 
| Chi LED 4 9% 
IGS : PA | 3 50 
WiC | 28 Pores Pal ch Chi ibs. Park ; " 


SEB REVISED ee LIST ERE WEP 


Add-10-per-cent-to-above prices to cover fin, end Tap and ¢ one-half corrugation 
ans 9 and 2-in. corrugations, any size or gauge......- «+--+. Extra 20c. per square. 
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No, 785—Improved 24-inch Corrugated Ridge Cap 
‘ 
< No. 785A—Improved Painted Corrugated Ridge Cap, Code word—Pracn. 
_ in. Girth a ga in. each side of roof (painted) - per lin. foot, 
36 ae 5 it De 13c. r 
8 “4 99 in “a a 180. ‘ 
60 Ass ~ ae " Pr ¢ 24c. 
No. 785B—Improved Galvanized Corrugated Ridge Cap, Code word—Prak. 
" in. Girth covers ; in. each side of roof (galvanized) ie: per lin, foot. 
a0 “ “ ie “ ” a = “ 
86 Po ee 16 = * a 19¢. Pe 
42 re a me ke ie 22e, 
B ni “99 ” ‘“s a Sac 
60 ” “24 or 26 > %, eg Sle. 
Other widths based on same price per square foot. 
The above prices include wood filler. 
—_ 





No. 786—Improyed 2%4-inch Corrugated End Wall Flashing. 


No. 786A—Improved Painted Corrugated End Wall Flashing. Code word—Prat. 
> aa al IIE CE A PCO eee ere | yanes = per lin, foot. 


No, 786B—Improved Galvanized Corrugated End Wall Flashing. Code word—Prart. 
Pea or Saath per lin. foot. 





Other widths! based’ .on same price per square foot. 
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No, 787—Improved 2!4-inch Corrugated Side Wall Flashing. 


No. 787A—Improved Painted Corrugated Side Wall Flashing. Code word—Prast. 
Painted, a per lin. foot. 





No, 787 Pp eaneren S Galvanized Corrugated Side Wall Flashing. Code word—Peat. 
12 in. Ma Bier gs Lane's fees per lin, foot, 
15 


” Other ‘widths based 61 on same ce price t per <bnauee foot. 





No, 788—Improved 2!4-inch Corrugated Hip Flashing. 


No. 788A—Improved Painted Spates Hip Flashing, Code word—Peraty. 


4 in, Girth. Wrwestsee ie ata = per lin, foot. 
‘ oe Oe SEEN “ Ge. ” 

i Bn - Te. Fy 

“4 





No. ee aneeree Galvanized acupeerati Hip Flashing. Code word—PEAns. 
Le in. Gath. chielsucorsahwarwelpensqery Galvanized, ~ per lin. foot. 
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No. 789 “ad W 
Galvanized Bolts, Nuts pes NC yd 











Nails 0. 
No, 799 and No. 800 and Washers § Gauge. 5-32" Hole | 
‘No.| —_—‘Name Kind Gauge | Code Price 
789 | Bolts, Nuts & Washers} Galvanized | ...... Parson | 5c, each 
Le Sere WE. s cs cecvesi sees ae Galvanized | No.i0| Panta. | S0c. per gro. 
ber ROSE ERP) | A Galvanized No. 12 | Opus Se. per fh. 
boyd oe 1" Galvanized | No. 10 OnAL 9c. per Ib. 
- te uf whnees Se0e5 1” Bright No. 12 | Oks 6e. per Ib. 
800B Ne Bela ivas's co -..| 14” Bright No. 10 | Oxsir 6c. per Ib. 
pod 3 ashers.. Lead No. 8 | Passion 15c. per Ib. 
pecial Nails rgd aur ha Prink fe. per Lb. 
804_| Special Nails... ...cee | Prior 6e, per lb. 





About 350 lead —— to the pound, 
About 130 154-inch No. 10 galvanized nails to the pound. 


ee 


Manner of attaching Corrugated Iron Manner of attaching Corrugated [ron 
Roofing, using galvanized 1)4-inch Rooke. using galvanized 144-inch 
No, 799B Nails and “igs 801 No. 798 Screws and No. 801 

Lead Washers. 








No. 803 and 804 Special Roofing Nail for attaching Corrugated Iron to steel 
superstructure. 
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Illustration shows manne: of? erecting? a ‘cheap,fsubstantial, fire- 
proof building, using a wooden frame, covered with Corrugated Iron. 
No sheathing is required for the siding or roofing, the corrugated sheets 
resting on 1 x 6 inch wooden strips placed across the rafters and studs 
as shown. 

In this class of construction the 1 x 6 inch Furring Strips must be 
placed at not less than 12-inch centres for 28 gauge, 18-inch centres for 
26 gauge, while purlines placed at greater distances apart would give 
equal service when heavier gauges are used, say up to 48-inch centres 
for 18 gauge, this depending entirely upon the position the building 
occupies, as the wind pressure is the main point to be considered. In 
laying anything lighter than 24 gauge the scaffold must be arranged 
and the work carried on so that no undue weight would come in contact 
with the sheets, BETWEEN THE SUPPORTS. If the corrugated iron is 
bulged down between the supports, making a wavy surface, the roof 


would not be tight. 
This class of construction is suitable for Storehouses. This finish is not 


recommended on any building having a fall of less than 4 in. to the foot. 


A FARKAS ™WX 


No. 755 
Correct manner of lapping Corrugated Roofing 


Sf a ee” Be 


No.+756 ee 
Correct manner of lapping Corrugated Siding 
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Shows application of curved sheets in fireproof buildings between 
floor beams. 


Corrugated arches are strong, light, durable and fireproof. No. 18 
gauge shows no deflection with a pressure of 1,000 pounds per square 
foot, and very little deflection with 2,000 pounds pressure per square 
foot. . 


———————— 





Amount of Corrugated Iron Required to Cover a Square when Laid 
Allowing for Different Laps. 














“ ? 
r=} = 2 & + g + g g 
a Ss S$ 216 $| 58 2 2 812 fs Ze 
2¢ 5, For Side Bot | om Zoe Ban Pat | Zac 
328 ae Tanck =48 a § ma8 a8 e382} o32 
Be9| $53 Bets! PES! SoS) teS| woh! cos 
es BSe S8&/ €85| s¢s5| Ge Ses| See 
§ & 484) <nia| dad | <a] de] <égZ 
= 2% 1 Corrugation 109 110 i111 113 114 115 
33 284 | 1% 115 116 7 118 120 121 
| 24 |2 121 122 | 193 | 195 | 198 138 
276 24 1 111 112 113 114 116 117 
Br | 2% 134 118 119 120 122 125 125 
Bia | Bs 2 126 127 128 130 192 | 133 
S276 | 2% 1 il 113 115 16 
26 2 1 110 5 
"36 il 113 114 
1 1 105 106 108 110 











Sheets marked * are 6 feet long, all others are 8 feet long. 
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Corrugated Curved Awning 


Illustrates an Awning constructed of curved corrugated sheets. 
This form of awning is now being largely used where a permanent 
awning is desired, as it is practically indestructible, besides being 
very neat in appearance. We do not provide the frames. These 
can be made out of wood or iron as required. 

No. 24 gauge Galvanized Corrugated Iron, curved as shown, is 
recommended for permanent awnings. 


Price per 


Number Gauge Kind Code Square foot 
765 24 Gauge Galvanized Bort.e 6% cents 


Sheets can be made in any length up to 120 inches, each sheet 
covering 30 inches wide, allowing for 1!4 corrugation side lap. 
Flashing No. 786B should be used to join awning to brick or 
wooden building. See “page 35. 
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Ferro-Dovetail 
Plates 


For Fire-proof, . 
Acid-proof, 
Time-proof Roofs 





Ferro-Dovetail Plate Ready to Lay 


Ferro-Dovetail Plates for Roofs 


are made of 28 to 22 gauge steel of special quality (made to our order) 
and formed into a series of 10 lateral corrugations, dovetailed in shape, 
one inch wide on top, 13-16 inches wide at the base and '4, 34 and 
inches deep. : 

These corrugations are cross ribbed at close intervals to insure 
perfect adhesion between the plates and the plaster. 

The tapered sides of the Keystone shaped corrugations make an 
infallible clinch for the plaster on the under side. 

The covering width of a plate is 20 inches, and they can be fur- 
nished in any length up to 10 feet. 


Ferro-Dovetail Plates—Curved 
For Extraordinary Building and Bridge Floors 


Ferro-Dovetail Curved Plates for floors, placed between the beams, 
show no deflection under loads far exceeding any possible requirements. 
There is no form of floor construction to be compared with the Ferro- 
Dovetail Floors for schools, factories, warehouses, freight depots, brew- 
eries, bridges, subways, tunnels, coal bunkers, etc. 

For further information please write for catalogue '‘Ferro-Dovetail Plates"' 
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Ferro-Dovetail Plates 


Ferro-Dovetail Plate 
Concreted on Top, Plastered Underneath 





Table of Safe Loads for Ferro-Dovetail Plates 
' (Factor of Safety of 4.) Straight Sheets, 24 gauge. Depth of Corrugations, '¢ inch 














Recees reat Live Load per Square Foot 
gueve Per Sq : 
gation | lgpans) «¢ | 8 ez 8 9 10 
tb 52 32 16 ; sie 
yee eT ote | oto | at 3 | 16 a ee 
Be“! 30 ** 355 191 110 66 39 22 10 ai 
2 2 36 584 296 252 129 88 58 34 
246 42° 830 | 461 277 197 128 83 58 
Ve 185 «| tos | bo | Se | gan | bat 4 | of 
45 —~C~ 66 1758 S44 584 385 263 186 126 103 
§ we 1868 1066 646 446 288 22) 149 109 
First Cost—Final Cost 
2 Number Gauge ail Code Price Per Square Foot 
7 28 Gauge ~ Oncat 5 cents 
SLB 26 Gauge i¥ 6 cents 
SLIC 24 Gauge Ontet 7 cents 
SsuD ¥ 22.Gauge | Onion 8 cents 





-Dovetail will be made and shipped unpainted unless otherwise specified. 
If ined ee extra price of *% cent per square foot will have to be charged. 
Prices for curved material furnished upon receipt of specification. 


For further information please write for catalogue ‘Ferro-Devetail Plates."' 
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Pedlar’s “Perfect” Rubber Roofing 


PEDLAR’S RUBBER ROOFING is a prepared Roofing that is both 
durable and waterproof. It is made from the best quality, long fibre, 
selected wool felt, and the process of manufacture saturates, water- 
proofs and protects all parts thoroughly. 


In laying the roofing, care should be taken to lap the seams two 
inches, applying a good coat of Rubber Cement... Great care should also 
be taken in cementing between the laps. A workman is apt to be 
careless in this, and while he may start with his brush well filled with 
cement, he is apt to work it out very thin in places. If this is done, it 
gives very little protection between the laps. 





Drive the large-head galvanized nails provided 
for this purposé three inches apart, from centre to 
centre, and three-quarters of an inch from the edge, 
coating over the nails with a liberal coating of 
cement. 


It is a very simple matter to lay Rubber Roofing, 
and any ordinary workman can do it by following 
the directions on each roll. 











Number | Kind | Sduarg Feet Weight | Code Word | Price List 

—_— = i) — - _ 
~ 812A 1 ply 108 33 Ibs. 00 
812B 2 ply | 108 40 Ibs. Picein % 50 
812C 3 ply 108 50 Ibs. | Pict 3.25 





Price includes large-head galvanized nails and cement for applying, 
which are packed in centre of each roll. —— 


Can be supplied in 108 or 216 square-foot rolls. 
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Directions for ko Pedlar’s Patent Steel Sidings 
over Wood Sheathing 


ist—With spirit level and chalk line get the level of your building 
entirely around its base, and strike a line corresponding. 
2nd—Nail the Corner Irons in position, being particular to keep 
them perpendicular. 
8rd—Commence the first row of sheets at the bottom left-hand 
corner, laying from left to right. 
4th —The Sheathing does not necessarily need to be close, though 
the closer the better, and it should be dressed to one thickness. 
5th—Start the second row at the same point, but cut the sheet in 
two so that the joints will be broken, letting the half groove at the bot- 
tom of the sheet lap over the first, and fit closely in the half groove at 
the top of the first sheet. 
6th—The sheets should be nailed on the flange of the lock (say 
three nails to a sheet), and when the succeeding rows are placed in 
position, they should be nailed through at the bottom. An ordinary 
1-inch No. 12 wire nail is the proper one to use, and it takes about three- 
quarters of a pound to apply one square of siding. 
7th— Window and Door Frames should be put in after the 
Siding is on, as shown above, but in case the frames are in, the Steel 
Siding may be applied and faced at the doors and windows, the same 
as for Wood Siding ; or the frames can be sprung out sufficient to insert 
the Siding under them. 
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“Plain Brick” Siding 


Illustration shows one sheet imitation Pressed Brick Siding, with 
telescope side lock. 


It is recommended for covering Houses, Barns, etc., or any style 
of building where neatness of appearance, warmth and fire-resisting 
qualities are desired. 


In applying this Siding, start at the lower right-hand corner. 


Illustration shows one sheet of Brick Siding, size 1714 x 22 inches, 
made with telescopic side lock. 


The Painted Steel Siding is dipped in a coat of Pure Boiled Linseed 
Oil and Red Oxide Paint before leaving factory. The Galvanized Siding 
requires no paint. 37 sheets cover a square. 









| Pejnopieeg Red 


J00E } * SEER erst 
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“Plain Brick” Siding 


This is the best style of Plain Brick Siding manufactured. Being 
made in large sheets, the nuumber of joints, so objectionable in small 
sheets, are minimized. 


Illustration shows one sheet, size of which is 24's x 49 inches. 


The Painted Steel is shipped from our factory dipped in a good coat 
of Pure Boiled Linseed Oil and Red Oxide Paint. 


The Galvanized requires no painting. 


IERICES CANGELED 


Price 












RICE 


30 Gauge 





$ 


&=S 


PRICE LIS? HE EWITH 











“Elevator” Siding 


This siding is specially constructed for Elevator covering, and 
is so made that it will not buckle with the settling of the building. 
In applying this siding, start at the lower right-hand corner. 


Manitoba or Elevator Siding made with side lock. 


Illustration shows one sheet, size 17!< x 22'4 inches covering 
measure. 


37 sheets cover 100 square feet. 


The Painted Siding is dipped in a double coat of Pure Boiled 
Linseed Oil and Red Oxide Paint before leaving the factory. 


Galvanized Siding requires no painting. 


= [PRICES _CANCELLED! 


701A 30 Gau 0 Ibs. Nurse 


int | SBeRUREV SE" DRIOP "erep BEREWIT 
See 
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“Oshawa” Stone Siding 


Locked on four sides, covering all nails. 


Recommended for all first-class work. 


This siding is absolutely wind, water and storm proof. Must be 
laid from the eave to sill, starting at upper right-hand corner. 


Illustration is of one sheet of “Oshawa” Stone Siding. This is the 
only siding manufactured that locks on all four sides. Each sheet 
covers 1634 x 2214 inches, or 39 sheets to a square. 


Made in two grades. The Painted Steel is dipped in a coat of 
Pure Boiled Linseed Oil and Grey Graphite Paint before leaving our 
factory. 


The Galvanized Steel requires no painting. 


We recommend the use of No. 691 Corner, as shown on page 27, 
with this siding. 
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“Rock Faced Brick” Siding 


To apply this siding, start at the lower left-hand corner. The sheets 
are lapped, a flange at the top and right-hand side being provided for 
this purpose. 


Illustration shows one sheet, each covering 17'{ x 234% inches, or 
35 sheets to a square. 


The Painted Steel is dipped in a coat of Pure Boiled Linseed Oil 
and Red Oxide Paint before leaving our factory. 


The Galvanized requires no painting. 
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“Rock Faced Stone” Siding 


In applying this siding, start at the lower left-hand corner. The 
sheets are lapped one on the other, a flange at the top and right-hand 
side being provided for this purpose. 


Illustration shows one sheet, each covering 1744 x 23 inches, or 
36 sheets to a square. , : 


The Painted is dipped in a coat of Pure Boiled Linseed Oil and 
Grey Graphite Paint before leaving our factory. 


The Galvanized requires no painting. 
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“Imitation Cut Stone” Siding 


Designed for use in connection with all our sidings, as a foundation 
or belt course. 

Illustration shows one sheet, covering size of which is 24% x 49 
inches. ; 

The Painted Steel is shipped from our factory dipped in a good 
coat of Boiled Linseed Oil and Grey Graphite Paint. 


The Galvanized requires no painting. 
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“Rock Faced Stone” Siding 
This siding is very bold in appearance, and k iki 
finish on large surface. seca i 


: Illustration shows one sheet, covering size of which is 29 x 95 
inches or 29 x 119 inches. 


Each stone measures 7'/ x 12 inches by 5§ inch relief. 


The Painted Steel is shipped from our factory dipped in a good 
coat of Boiled Linseed Oil and Grey Graphite Paint. 


The Galvanized requires no painting. 


Er ing Price per 
NCECEI ED Square 
$3 00 
4 25 


HER REWIT 
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“Rock Faced Stone” Siding 


We recommend this Rock-faced Stone Siding for all first-class 
work. It is a good imitation of stone, and as it lays close, a good job 
can be assured. 


Illustration shows one sheet, covering size of which is 24% x 49 
inches. The Painted Steel is shipped from our factory dipped in a 
good coat of Pure Boiled Linseed Oil and Grey Graphite Paint. 


The Galvanized requires no painting. 
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“Rock Faced Brick” Siding 


W 2 ; “ 
a Cigna this Rock-faced Brick Siding for all first-class 
A is a good imitation of rough brick, and as it lays close, a 


good job can be assured. 


Ill i $ 
ustration shows one sheet, covering size of which is 24 x 48 


inches. The Painted Steel is shi 
: shipped from our factory di i 
good coat of Boiled Linseed Oil and Red Oxide Paine a 


The Galvanized requires no painting. 


“PRICES “CANGELEE DE 
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No. 71LN 


“Quellette Stone” Siding 


Illustration shows one sheet, covering size of which is 21}4 x 644 
inches or 99 sheets to a square. 

This Siding, so named “Ouellette” from the fact that it was 
designed some years ago and has been extensively used by Mr. 
David Ouellette, of the firm of Ouellette & Levesque, Architects, of 
Quebec, in finishing the exterior of many churches in the Provinces of 
Quebec, New Brunswick and Prince Edward Island. It is the closest 
representation of rough ashlar that has been produced. Owing to the 
metal being locked on all four sides similar to the Oshawa Shingle, all 
nail heads are covered, rendering the Siding as waterproof as a roofing, 
and resisting all drifting storms, which are so prevalent in these 
provinces. Each sheet is made individually and represents one block 
of stone. The joints being broken in applying the Siding, the finished 
appearance is nearer to that of a stone building than anything yet 
produced. On account of the unique manner of its manufacture, it is 
absolutely necessary to use the highest grade of soft galvanized steel 
owing to the sharp angles in the locks, and this alone should be a 
guarantee of its lasting qualities. Made in one grade only, No. 28 
Gauge, galvanized. 


ee , 


— [PRICES CANCELLES! 


_™" | 2S "SrviihhPRIon Hist PEREWETE 
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Corner and Column Finish 





Column Finish 
No. 724 


No, 720 No. 721 


Intended for use in connection with all our Steel Sidings. 











Number Grade Kind Size of Face Code hd 
7204 28 Gauge Painted Red Oxra | $0 05 
720B 28 Gauge Galvanized Onto 10 
721A 28 Gauge Painted Red Ouve | 05 
721B 28 Gauge Galvanized Ompre 10 
722A 28 Gauge Painted Grey Omrca 05 
722B 28 Gauge Galvanized Omen 10 
723A 28 Gauge Painted Grey Onton 08 
723B 28 Gauge Galvanized 2 Onser 12 
TAA 28 Gauge Painted Grey 4"x4"x16" Onyx 08 
724B 28 Gauge Galvanized 4°x4"x16" Opati 12 
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No. 725—Sill 





No. 726—Cap 


Galvanized Steel Window Sills and Caps 


These are for use in connection with all our Sidings, and add 


greatly to the appearance of a building. 
Prices are for sizes up to 40 inches; extra charge of 2 cents per 


lineal inch for larger sizes. 





Number | Grade Kind | Code Price 
: i 075 

| Galvanized OPAL $ 
oH 3 Sonne | Galvanized | OPERA 1 00 
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~ 
ro 
No, 727—Cap 
No. 729—Cap 
Galvanized Steel Window Caps 
These are for use in connection with all our Sidings, and add % 


greatly to the appearance of any building. 


Prices are for sizes up to 40 inches; extra charge of 2 cents per 
lineal inch for larger sizes. 














Number Grade Kind Code Price 
| 
727 28 Gauge Galvanized Opaque $1 00 a 
729 28 Gauge Galvanized OrtaTe 125 
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Window and Door Caps 





No. 1163 No. 1169 





Number Code Word Price, Each Number | Code Word | Price, Each 





2 25 1165 OrvVAL $4 25 
tis? pol 5 50 1166 Onyx : es 
1162 Orris 1 40 1168 Osar er) 
1163 Oxrno 4 00 1169 Oster 





i i in width 
ices for window and door caps are for any openings up to 36 inches i 
petecen Enea, Other sizes will be charged extra, at the same rate per lineal inch 
All made of galvanized steel. ads 
cs) 
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Window and Door Caps 





No. 1172 


No. 1174 





No, 1182 


No. 1177 





; Code Word 





Number Price, Each Number x Code Word | Price, Each 
1172 Ose $3 00 | 1179 Ore 3 
1173 Osi 1 00 1180 — * to 
1174 Orary 1 80 | 1181 Ouse 3 50 
1177 Ons 3 50 | 1182 Oust 6 00 





The prices for window and door caps are for any PRES up to 36 inch idth 
between brickwork. Other sizes will be ch es in widt 
All made of Galvanized hex wi charged extra, at the same rate per lineal inch, 
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PENNIES 74 Ss 
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Eavetrough 


(Galvanized) 


pam 
Pen Peasy 


No. 83i—Ogee with Square Bead. 


Pe todenhs ; 


Se 


Everlasting! v 


at it Brings Success.” 





An extra I0c, per 100 ft. charged for Ogee Round Bead Trough. 


Saenen Zinentee 
ry ite TKS. 





No, 832—Quarter Circular with Round Bead. 


We manufacture in or outside curved troughs to fit any radius, also special 


troughs, prices of which will be given on receiving specifications. 


Order all Goods by Number. 





Grade | Kind 








Galvanized s ss | Pr 


Galvanized 





3 Galvanized 
ed PR 
¢ alvanized 


He 
Gai 











SizeofGirth| Weight | Code 


Price per 
100 feet 
$3 20 








Eavetrough in 8 or 10 foot lengths. 
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Conductor Pipe 
Plain Round and Corrugated 


(Galvanized) 


No. &40—Plain Round No. 841—Corrugated Round 


: Plain Round and Corrugated Round Conductor Pipes are made 
in one piece, 10 feet long. 

Order all goods by number, . 

No charge for crating. 


| 
ii 
ti 








No. Grade Kind Size 





Weight Code Hie oer 














PERion 
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Elbows and Shoes 


Corrugated and Plain Round 


(Galvanized) 


No. 842—Corrugated Elbows. No. 843—Corrugated Shoes. 


They are of the best American Manufacture. 


Pressed Galvanized Corrugated Elbows and Shoes made to fit our 
Corrugated Conductor Pipes, and galvanized after being formed. 


Angle No. 3 is always shipped unless otherwise ordered, 


Plain Round Elbows and Shoes 


We carry in stock 2 in., 3 in. and 4 in. Plain Round Elbows and 
Shoes in Number 3 angle only. 


Prices same as Corrugated Elbows and Shoes. 





























i ‘1 ” Price per 

No. Grade Kind Size Weight Code men 
842A | 28 Gauge Galvanized 2 inch 3. Ibs. Penre 95 
842B | 28 Gauge Galvanized 3 inch 6%lbs. Persury 110 
842C =| 28 Gauge Galvanized 4 inch 8 Ibs. Perk 1 50 
S42D | 28 Gause Galvanized 5 inch 12. tbs. PERK 3 35 
842E | 28 Gauge Galvanized 6 inch 14 Ibs. Prrmir 400 
843A | 28 Gauge Galvanized 2 inch Selbs. PerPLex 110 
843B | 28 Gauge Galvanized 3 inch 7 Ibs. Perou 1 50 
S43C | 28 Gauge Galvanized 4 inch 9 lbs Persian 1 80 
843D | 28 Gauge Galvanized 5 inch 13° Ibs. Persist 3 90 
S43E_ | 28 Gauge | Galvanized 6 inch | 17_ Ibs. Peron 5 55 
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Ornamented Zinc Conductor Pipe Shoes 





No. 974 Code—Ouzr 
3 inches, 30 cents each 





No. 975. Code—Ovate 
4 inches, 40 cents each 


Ornamented Zine Conductor Pipe Heads 





No. 982. Code—Oven 
3 inches, 75 cents each 
4 inches, 96 cents each 


Gt 
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Hooks 


No, 836 No, 839 
Pedlar's Never-Slip Hooks. Corrugated Hinged Hooks. 


These Hooks are made from Malleable Castings, Galvanized. ; 
Order all goods by Catalogue number. 














Number Kind Size Weight Cote | FRESE 
836A Never-Slip 2 inch 1'4 Ibs. Perr $0 30 
8368 Never-Slip 3 inch 3. Ibs. Perramns 45 
836C Never-Slip 4 inch 4 Ibs. Purrurn 60 
836D Never-Slip 5 inch 514 Ibs. PERuKE 80 
839A 2 inch 2% Ibs Pesave 50 

1B Hinged 3 inch 3 Ibs. 65 
Hinged 4 inch 5 Ibs PEstLe 90 
839D Hinged 5 inch 6 Ibs Per 110 
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Galvanized Crestings 









Galvanized Crestings 

































































rs 
No. 817 
No. 814 
No, 815 
Number N i Width of i No. 819 
ame Height horen Code Price 
SISA Cresting 12 inches 4 inches Overt | 25c. 
§13B Terminal 15 inches Rk: thes --| Ovow | 75c. oir ] : — ] 
814A Cresting 12 inches inches Ovoto =| 25c, per foot Number Name Height Width of | Code Price 
ae Jerminal ae pee eta ag toe eas 75e. each — Apa — —— 
resting inches 4 inches UM 25¢, per foot 12 j E z 
815B Terminal 22 inches ceseeseesees «| Owinc | 75c. each SVB forninals 25 iobes Maem pees | ie oP 
Se =a — - BISA Cresting 12 inches | 4 inches | Oxur 25c. per foot 
819B | ‘Terminals 22 inches Pepscanes Oxy 75e. each 
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Galvanized and Zinc Finials . Finials 
' 
ee 
No. 6443 
6 feet high over all, Full bodied. 
Price, each $16.00 
Code—Gour 
2 
No, 6444 
Height 33 ins. 6 ft. high over all. . Height 42,ins. 
No. 6490 goer Base 9 ins, Full bodied. Base 6 ins. 
0. BAS fo. 6440 - $6.65 each Price, each $13.35. $4.00 each. 
Height, 3 i aad each 21 in. high, 14 Io Dee, octagonal, $4.00 each | Code—Graw. Code—Gown. Code—Grare. 
69 
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Finials 





No, 6445 

6 feet high over all. Full 
bodied. Price, each $10.65 

Code—Cras : 
; No, 6441 No. 6434 
21 inches high, 16 inches base, 20 inches high, 74 inches at 

square, $5.35 each neck, $2.65 each 
Code—Gory Code—Goa 





a ae 
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Galvanized and Zine Finials 


No. 6435 
5 feet high. 
$10.65 each. 


Code—Gotr. 


No. 6448 





No. 6447 


No, 6449 


Height o ae s 
29 inches. ao 
Base 
Base 2j 
: 12 inches. 
8 inches. Octagonal 
$4.00 each. $6.65 each. 


Code—Grau.. 





No. 6449 





Code-—Grane. 





No. &448 
Height 
30 inches. 
Base 
9 inches. 
$6.65 


Code—Grart 


No, 6447 


These are manufactured from galvanized iron and zinc, and are 
shipped with base constructed as shown, unless otherwise specified. 
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Zine Finials, Terminals, Ete. 


No. 6432 





No. 6437 


8 x 24 inches. 
$3.35 each. 
Code—Gonu 


No. 6429 
Height 22 inches, 
across 15 inches, 

neck 6 inches. 
$2.65 each. 
Code—G.ove 


No. 6482 


Height 24 inches. 
$3.35. each. 
Code—Gnaw 


No. 6433 
Height 28 inches, 
across 11 inches, 

$3.35 each. 
Code—Goan 
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Galvanized and Zinc Terminals 
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21 inches high, 11 inches 
diameter at base. 
$5.35 each complete. 
Code—Gorn 





No. 6431 
39 inches higb, 18 inches base. 
$12.00 each. 


Code—Gnash 


 Keepi Pverlastingl ha 4 m * 
ae ane Sune? THE PEDLAR PEOPLE, Limirep 





Galvanized and Zinc Finials 


No. 6465 
Height 35 inches. 
Price $12.00. 


Code-—-Grist 


No. 6451 
Height 72 inches. 
Price $16.00. 


Code—Granp 





No, 6452 
Height 67%4 inches, 
Price $13.35. 
Code—Grant 


No. 6462 
Height 3744 inches. 
Price $12.00. 


Code—-Grim 





No, 6462 
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Height 30 inches. 





Height 25% inches. 
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Galvanized and Zine Finials 





No. 6463 No, 6455 
Height 42 inches. Height 25 inches. 
Price $10.00. Price $4.00, 
Code—Grinp. Code—Grass. 





No. 6458 No. 6459 
Height 2734 inches. Height 31% inches. 
Price $4.35. Price $6,00. 
Code—Greer. Code—Grirr, 


All ornaments are machine pressed, from heavy sheet zinc, and 
are sharp and bold in relief. 


7% 


" Keeping Everlastingty 


THE PHDLAR PEOPLE, LIMITED at it Brings Success.” 


bs “The Evolution of an Old Building” 
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Galvanized and Zine Finials 





No. 6456 
Height 2644 inches. No. 6460 
Price $4.50. Height 314 inches. 
Code—Grate Price $6.00. 
Code—Gric 





No. 6466 


Height 28 inches. 
Diameter at base 23% 





inches. 
Price, $12.00. 
Code—Grir 
’ 
: , 
} 
No. 6461 No. 6464 
Height 43 inches. Height 4314 inches. 
Price $8.65. Price $9.00. 
Code—Gritt Code—Grip 
- ge are oe ira pressed, from heavy sheet zinc, and = * shows Bet ding anit oblabaally etood 


TT 
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“The Evolution of an Old{Building” a 
— ; —— : Metal Front Z 


i ’ 
SSE SEER 


r- 





"No. 1057 Code—Ovrr 





Price for Front, as shown above, will be quoted on receipt of 
specification of requirements. 


2 Shows Finished Building 
What we have done for others we can do for you.” Write us to-dap about it. 
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Galvanized Cornices 


We make our cornices to dimensions or measurements furnished to us by purchaser, 
and any charge for changes and additions required in the fitting on or to the building 
will not be allowed by us. 

No. Name Het) Proj. Code Price 


2 T2494 Cornice 24” 6” Oyez 80c. per foot 
™ 








1249B Urns «oss e++/OvLer $1.40 each 
1249C End Blocks ......... ‘Ozone 1.60 each 












_No, Name  Hgt Proj. Code _—Price 





<} —1250A Cornice 24” 6” “Poise [R0c. per foot © 
bar 12508\|Urns —Ss—s |... ...- Poxy $2.00 each 
is 1250C ‘End Blocks ....'......Pouem’ 1.60 each jis 





These cornices can be made any | pagar up to 12 inches, with slight 
decrease in height. If used for lintel cornices the height will be 20 
inches. Price, 80 cents per foot including cover. 





_No, Name Hat Proj. Code} Price 
1251A  Vornice 24” 6” Ponts dle. per foot 
1251B ) U Pout |$2.50 each 
1251C ...». Pour | 1.60 each 

















No. | Name — Hgt Proj. | Code Price 

1282A Cornice 28” 12” |Pory |$1.50 per ft. 

1252B Urns | oe /se ees ioe 2,00 each a 
12520 End Blocks .... ......|Pomey! 3.50 each 
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Galvanized Cornices 





No. Name  Hgt Proj. Code Price 
1253A Cornice 24”, 6” Ponn &0c. per foot 
1253B End Blocks.......... Poou $1.80 each 

incl. cover ...-..-.. 














"No. Name Hgt Proj. Code Price 
1254A Cornice 24”, 6” | Pony 80c. per foot 
1254B Urns <«seeee « Powk $1.40 each 
1254C_End Blocks .......... Poop 1,60 each 


The sbove cornice can be made any peaecton 
up to 12 inches, with slight decrease in height. 
If used for lintel cornices the height will be 20 
inches. Price 80 cents per foot, including cover. 








“No. | Name Hat) Proj. Code) Price 
1255A Cornice 42°| 18” Por $4.55 per ft. 
1255B Urns -es|eeees Povey 3,50 each 
1255C_End Blocks ....|...... Porc 2.50 each 








"No.) Name Het Proj.({Code __ Price 
1256A Cornice 36" 24° (Pore $2.00 per ft. 
B Urns cess seeess Porcy 2,00 each 
1256C End Blocks...........Porer  4.(0 each 
, 81 
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“PEDLAR” 
AUTOMATIC DRAFT 
EXHAUST VENTS 


Patent applied for 


MADE IN NON-CORROSIVE 


<TONCAN> 


GALVANIZED STEEL OR COPPER 


In Two Styles . 
Metal (Conical) Top; Glass (Skylight) Top 


Special Bases to meet Specifications 


FOR USE IN 


Factories, Flour Mills, Bakeries, Pressrooms, Brass Foundries, Casting 
Rooms, Smelters, Car Barns, Freight Sheds, Breweries, Boiler Rooms, 
Railway Paint Sheds, Ice Houses, Packing Plants, Ice Plants, 
Cold-Storage Warehouses, Laundries, Textile Mills, Lumber 
Mills, Lumber Kilns, Electric Plants, Court Houses, 

Public Halls, Churches, Schools, Hotels, Stables, 

Garages, Farm Barns, Farm Stables, Private 
Houses, Kitchens, Office Buildings, 

Chemical Plants, Hospitals. 


WRITE FOR FREE VENT CATALOGUE 
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“Pedlar” Vent, Metal Top Type, Open 
On Special ‘Base 


Where Vents are to be set on Ridges, Special Bases are made 
to order in the same metal as the Vent, and to work with it. 


83 
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Dimensions and List Prices of “‘ Pedlar” Vents 

















2 g 
a, | seeasesasssss i ze 
. . . : > o > 
Directions for Ordering | aw eee 3 En 
, a eo e 
” So 

“Pedlar” Vents a 3 es 
4, gogsesgeguees | EB 2 
si | SESERSSSRSSES = § 

<2 “s 4 
The installation on a flat roof, requires enough shafting to bring ss 3 g 3 
the lower end of the shaft flush with the ceiling of the room being Ae E p= wo 
ventilated. Allow 6 inches extra length for lappage. 35 SSAABRS SSSass 3 3 . 3 

Cy . 

Installation on a skylight peak, or on the ridge of a saw-tooth = S% 6 ;3 

skylight, requires a special base, of which the important item is the | ai 8 i 
pitch of the skylight. of a2 8 ce] 

se é on 
Installation on a slanting roof, requires a special base, made to 235 SSSSRAARRSSIS E Nd q 3 8 
suit the pitch of the roof, and should be placed as high as possible, if i) § 3 f °4 
the ceiling beneath slants upward. = jr 3 z 2 
4 2 

Installation for ventilating a room several stories beneath the z seo = cae 
roof, requires special shafting carried up outside the building, and #38 SSASANARRBRSSS & 3 8 3 So 
special supports by which the “Pedlar” Vent is held above roof level at 2 } ~ ie & | i a 
the top of this shaft.. A chimney-cap installation requires a special s & z ae Eb 

chimney-cap base, made to fit over the chimney. An adjoining roof or 2 Ceonea oS © § ; 
high wall which can create down drafts on the ventilator requires 5a PRNARALSSESS 3 be E g #5 
enough extra shafting to bring the “Pedlar” Vent above the level of the Se ets = 8 BER SO 
ridge or wall. “ & 8 ¢ s 3 5 
fig | asanagasaaaee ie 4833 

« a 
egezes 
® i=) 

> 3s = 8 FI 
a} 3 g 8 : OE 
: dei | -eneenasegase | “age Fes 
a = Fa & 
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“PEDLAR” 
VENTS 


GLASS TOP 
TYPE 


THE 
PEDLAR PEOPLE 
LIMITED, 


OSHAWA 





SECTIONAL 
VIEW 


Open and 
Closed 
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“Pedlar” Skylights 








Hipped " Pedlar’’ Skylight with “* Perfect’, Vents 


Directions for Ordering Skylights 


When ordering, send measurements from outside to outside of 
curb, state the style of skylight required, as shown in illustrations. 
If single-pitch skylight, give pitch of roof, also state which way the 
bars run, the longest or the shortest way of the dimensions given. 
Mention kind of glass required, whether wired or plain, stating thick- 
ness. If ventilators are required, state number and size. 


Write for full particulars, 
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“Pedlar” Skylights 





Ridge Type with Ventilated Ends 


“Pedlar” Skylights are made from either Galvanized Steel or 
Sheet Copper, thus making them fireproof, when glazed with wired 
glass (No putty required in glazing). Our plant is especially equipped 
with the latest and best machinery and appliances for the production 
of all styles and sizes of metal-frame skylights. 


Prices quoted on receipt ‘of specification of requirements. 
88 
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“Perfect” Expanded Metal Lath 














Number Gauge Kind | Code Price per Sq. Yard 
822 26 Gauge Painted Red Piano $0.10 
828 24 Gauge Painted Red PIAza 13 
829 23 Gauge Painted Red Pisro 15 
834 24 Gauge Galvanized Pout | 17 
835 23 Gauge Galvanized Povo 19 





No, 1058—Staples (No. 14 Wire) per Ib. Scents. Code Word—Pocr. — 
1 pound of Staples will apply 10 yards of Lath. 











Specification =~. 
Girth of Laths 26 Gauge 24 Gauge 23 Gauge 
Size of Sheets, inches... ........-.+0.-<. es Sia 1816 x 96 184% x 6 
Weight per square yard, Ibs...............- 21 3% 
Number of sheets per bundle a5 il 1 
Number of square yards per bund! as 15 15 15 
Number square yards per sheet. . ; feag i'r tir 
Weight of each bundle, Ibs....... on 30 
Exact size of mesh, inches............... Max Hx Wy x 34 
For Export Saipment 
rset of ae ce ae penned Ree il 13 13 
is when 
pret ree el bye tog So oe} —-2801bs. | 340 1bs. | 60 Ibs. 








Actual length of sheet of PERFECT LATH is 97 inches. 

We only charge for 96 inches as above schedule. 

The additional inch means one row of end staples for two sheets. 

It means 2 inches possible error in location of end stud without waste of lath, 
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Directions for Putting On and Plastering 


Any mechanic can apply it without previous experience, by noting the following 
genera) instructions : 


SPSSe 
S S259 





The cut above shows the manner in which the Lath should be nailed to the studs 
or joists, namely, the length of the strand to run horizontally across the studs. Also 
note that when facing the wall, with the lath properly attached, the dip of the strands 
is inward and downward, having the effect of throwing the surplus mortar on the 
reverse side of the wall instead toward the workman. The lath is purposely so 
constructed in order to obtain the best clinch. 

A sheet of “PEDLAR” Lath is actually 97 inches long, while we only charge for 


nches. 
This additional ! inch means one row of end staples for two sheets. 
It means 2 inches possible error in location of end stud without waste of lath. 


cae a Tae eee RS 






aise selina we B.A .. Ter. A 


et 


This cut shows the appearance of reverse side of lath after being partly plastered. 
Note the Key is positive. For two-coat work grounds +s of an inch thick are used with 


satisfaction. Mortar for scratch coat should be mixed stiff with plenty of long fibre and 
applied to lath with a light pressure of the hand. The Lath is applied with staples 1 
inch long, made of No. 14 gauge steel coppered wire, driven about 4 or 5 inches apart on 
the stud or joist, and when applied, the serrations of one sheet should fit in with the 

ularities of the sheet above, leaving just enough lap or contact so that the edge of 
the lower, or Eacenepped sheet, cannot be pushed inwards past the one above. ere 
the lath is intended to be he oe directly on to iron superstructure, No. 18 ga 
annealed wire is recommended for tying. For this class of work it is also as well to tie 
the sheets one to the other equal distance between the supports. Ties should bedrawn 
tight, twisting the ends so that they will not protrude through the plaster. 
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“Truss Fabric” 


Sesele> 


cs ‘< 





The above illustration shows the Fabric attached to wood and 
finished in Rough Cast. 


Pedlar’s “TRUSS FABRIC” is merely Pedlar’s Perfect expanded 
metal lath corrugated. It is an incomparable medium for the purpose 
intended, i.e., binding cement and plaster to flat surfaces. 


By corrugating the lath an absolute key is secured behind the face 
of the fabric and the slab becomes reinforced, rendering cracking and 
disintegration impossible. 


Size of sheets, 17 x 96 inches. 
Average weight per square yard, 3 Ibs. 
Truss fabric is made in two depths of corrugations. 























Pi 
Number Corrugation Kind Code Preboed id 
SSS : 
1060A Dee; Painted Red Porx lic. 
1060B Shallow |___ Painted Red Porre | 180, 
1061A Deep Galvanized Pose 22c. 
___1061B Shallow | Galvanized Spo 2 Foe. ~ } ee 
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Directions for Applying 


“Truss Fabric” 


To Wood Sheathing 


Attach as you would metal siding or shingles with one-inch wire 
nails or staples. 


To Brick and Stone Walls 


Attach with 3-inch or 4-inch cut nails and tin roofing caps, nail- 
ing into the mortar joint. 


Specifications for Plastering 


After the “ Truss Fabric” is affixed to the walls, prepare and 
apply the finish. 


FIRST COAT—One part of Portland Cement, two and one-half 
parts clean, sharp sand. 


FINISH COAT—Same proportion. This finish coat may be peb- 
ble dash or stippled, or otherwise roughened, in which case the 
pebbles must be dashed into the mortar immediately after the 
second is laid. THE SECOND COAT MUST FOLLOW FIRST 
COAT BEFORE THE LATTER HAS DRIED OUT. 
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Cement Stucco Residence 


This residence was cemented on Pedlar “Perfect” Metal Lath as 
illustration below. 


4 SS) 
-Panted Expanded Metal Lath 
NeotLess thon 3/b3. to the sq. ya 


Cement Plaster ond 


Stucco Finish 
Se 














ZS Im ped PULring 7, 
or Round Rods 

SX2-Bracin 
Pa 


2xS Bracinga _ 







Detail Showing Section of Exterior Wo// 
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Pedlar’s “Perfect” Expanded Metal 


No. 1064. Code—Posty 


Pedlar'’s Perfect Expanded Metal is a fabric made by cutting 
staggered slits in sheet steel and spreading (expanding) it so that 
diamond-shaped meshes are formed. The steel used is manufactured 
under rigid specifications. The expanding process raises the elastic 
limit and increases the ultimate strength, gives it the most thorough 
test possible, and makes jt an ideal reinforcement for concrete. 

THE MECHANICAL BOND of Perfect Expanded Metal is superior 
to that of deformed rods or bars. All concrete designers agree that a 
mechanical bond is necessary ; as mere adhesion limits the steel stress, 
results in waste of material, and increases weight of structure. 

THE DISTRIBUTION OF STEEL by use of Perfect Expanded Metal 
is ideal. Total area is available for reinforcement; cross bond is 
perfect. Systems using rectangular meshes or rods tied across, are 
wasteful of steel. 

Perfect Expanded Metal is a unit system. Unskilled labor can 
place the sheets and the steel goes where it is planned to go. With 
loose rods, placed by measurement and tied at intersections with wire, 
the cost is high and mistakes often occur. 

THE DISTRIBUTION OF STRESS by the diamond mesh of Perfect 
Expanded Metal is perfect. When a concentrated load comes on a 
slab reinforced with rods, only the rod under the load is affected. 
When reinforced with Perfect Expanded Metal, the mesh distributes 
the effects of the loading in all directions to points where the resistance 
of the concrete equals the stress. Marsh, the great English authority 
on reinforced concrete, states that when expanded metal is highly 
stressed there is no doubt considerable compression exerted on the 
concrete enclosed in the mesh. This is a rational explanation of the 
great strength of slabs reinforced with Perfect Expanded Metal as 
compared with rectangular fabric, coupled, of course, with the distri- 
bution of stress in all directions by the diamond-shaped mesh. 
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WS. 
Standard Sizes of 
Pedlar’s “Perfect” Expanded Metal 
































Approximate P sic Weight’ aes Sytimate 

ware poun ngt ensile 
Designation ; ae a sik pre 
square Sheets per 12 inch 

f ¥ Width ft. Width 
5%" No.4 Regular..... 12” B34" .259 B87 | 12 0" 15540 Ibs 
5'4”No.4 + S0%..... | 12” 534” . 388 1.322 | 12° 0” 23280 Ibs. 
3" No. 10 Regular... .. 8” 3" .162 55 8 0" 9720 Ibs. 
:, = - Regular Aas } . 3” m 162 55 | 12 0” 9720) Ibs. 
y NooDouble 2.) hg Sa | Lor te o" | isao Ibe: 
234” No. 16 Regular... 6" | Bh” 087 am | 8 0 5220 Ibs. 
2'4” Ne. 16 + 50%... 6" 2" 190 44 8 0" 7800 Tbs. 
1'6" No. 12 Regular... .. 3” 1 7-16" 188 64 8 0" 11280 Ibs. 
146” No, 12 Regular..... 3” 17-16" 188 64 12 0” 11280 Ibs. 
34" No. 12 Regular... | 18-16” | 1253 | 86 | 80” | 15180 Ibs 
46” No. 18 Regular... ..| 1%" |. 7-186" 203 | 69 8 0” 12180 Ibs. 

| | 








¢=thickness, which varies slightly with w, the thickness of the sheet before ex- 
panding, is shown by the Birmingham gauge number in first column. 


tw =width ofstrand. This can be varied to give any desired weight man 
with corresponding ares er width of IZ inches oie nex equare 


Elastic limit, on which all calculations for reinforcement should be based, is 
practically 60 per cent. of the ultimate strength, 


Side lap should be width of mesh, and this extra thickness is considered in pro- 
portioning reinforcement. End lap should be length of mesh for bond. 


Stock size sheets, 6 x 8 and 6' x 12’, 3-inch mesh, No. 10 gauge. 
Expanded fabric supplied in other sizes and lengths to order. 
This class of material is extensively used as a reinforcement for cement. 


Prices quoted on receiving specifications covering requirements. 
95 


nee eee? ~ THE PEDLAR PEOPLE, LIMITED 


Clinton Electrically Welded Fabric 











Above is shown a piece of Electrically Welded Fabric, so cut as to expose the weld 
between the longitudinal and the transverse wires. It is not possible to detect the 
point of junction between the two wires ; in other words, there is a perfect weld. 

Prices will be quoted on receipt of specification of requirements. 
oR 
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SPECIFICATION OF THE 


Clinton Fireproofing System 
Floors 


The following pages show the characteristics of a number of 
different methods of constructing floor arches. A feature of the 
Clinton System is its flexibility, whereby it can be adapted to meet 
any requirements. From the short, heavy span to hold the heaviest 
machinery, to the long, light span for dwellings, there is no style of 
floor or roof where the use of Clinton Electrically Welded Fabric does 
not offer special advantages. Whether no ceiling, a plain ceiling, or 
an artistically formed ceiling is desired, the Clinton System fulfils 
the conditions better than any other. On the two following pages 
will be found a concise table, which will be found of value by 
engineers and architects when preparing specifications, 
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Pedlar’s “Universal” Steel 
Corner Bead 


Actual Size 








The Adjustable Clips make Pedlar's 
“Universal” a strong, simple and economical 
Corner Bead to erect. 

Clips are placed 12 inches apart. 

Weight per 100 lineal feet, including 
clips, 14 lbs. 
















; . Price per 
Number Kind Code | Lineal Foot 
1065 Galvanized Posy 3% cents 








Made in 6, 8 and 10 foot lengths. 
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Features. 


IT does what other corner beads have attempted to do. 


Is furnished in 6, 8 and 10 foot lengths. 


Will fit any ground, and can be erected any required distance 
from the wall. 


Is absolutely rigid and straight, forming a perfect alignment 
and an indestructible corner. 


Preserves and adds to the beauty of the decoration by its true 
and perfect alignment. 


Will never rust, being plated by a heavy and special zinc 
process, which will withstand the action of all kinds of plasters. 


Forms an absolute key, locking and binding the plaster and 
steel together, thereby constructing a corner the life of which 
is everlasting. 


Can be easily and instantly spliced to any desired length by 
a simple and ingenious method, so that when finished the 
joint cannot be detected. 


Can be readily fitted to ovals, circles and arches by simply cut- 
ting through the bottom of the side holes and bending to fit 
the desired form. 


Send to any of our Warehouses for Sample 
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Patented Feb. 12th, 1907 Patented Feb, 12th, 1907 


The efficiency of “ Universal” Steel Corner Bead as a builder and 
protector of all plastered corners and angles, its ready and easy adapt- 
ability to all conditions that may exist in a building, which reduces its 
cost of application, its straight and rigid construction, which insures a 
perfect alignment of the corner, recommends its use to all architects, 
contractors and builders. 

Erected on hollow tile fireproofing. It meets any and all corner 
conditions that may exist in a building, simplest and most economical 
to erect. 


Erected on metal lath. The Universal Clips, or wall fastenings, are 
instantly attached to the Bead without the expensive use of pliers or 
other tools, and will fit any thickness of ground; this saves time and 
reduces the cost of erecting to a minimum. 

Send to any of our Warehouses for Sample 


Send to any of our Warehouses for Sample 103 
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Pedlar’s “Universal” Corner Bead 





Applied to Arches and Ovals. 


Cut through the base at the side holes and bend to any 
: desired angle. 


Outlines a true curve to guide the plasterer. 


The “ Universal" Steel Corner Bead is quickly and easily attached 
to the wall by means of an adjustable clip, the head of which is so 
formed as to slide into and fill the entire body of the bead, and which 
can be moved to any desired spot to meet the seams between brick 
and fireproofing. When spread to the angle of a corner the action 
of the clip is to bind and lock on the sides and base of the bead in such 
a way as to give absolute rigidity with true alignment and strength. 


Absolutely Guaranteed Not to Rust 


It is impossible for the “Universal” Bead to rust or corrode. It 
is plated by a special electro process with a heavy and fine coating of 
pure zinc, which will withstand any condition of atmosphere, as well 
as the action of all kinds of patent plasters. This is a specially valuable 
feature of this bead, as serious difficulties are experienced with the tend- 
ency of corner beads to rust, on which the ordinary hot or cold galvan- 
izing is used. 
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Pedlar’s “PERFECT” 
Plasterers’ Corner Bead 


Sanitary, Fireproof, 
Everlasting, Economical. 


Perfect Alignment, 
Saves Repairs, 
Attraction Modern. 


Made from Galvanized Steel Sheets. 


Export shipments are packed in cases 
containing 1,000 lineal feet, measuring 
about 8 cubic feet, and weighing about 
200 Ibs. 








Number Kind Code | —_ ee 
1066 Galvanized Pica Scents 








Made in 4, 5, 6, 7 and 8 foot lengths, 
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A lender Coveralls 





6 OCHE 


FLOORS 


Specifications for live loads on segmental and flat floor and roof 
arches, Clinton Fireproofing System. A factor of safety of 4 is used 
in arriving at these figures. As a matter of fact the arches invariably 
develop a much greater carrying capacity than the above factor calls 
for. 











Bue 
g Gauge te 
P Span Mesh of Concrete Se a oN é a 
e Wires § o. 

aHe 
A 6 3x8 or 3x12 | 8&10 | Cinder........| 4” at crown 1500 
A 8 3x8 or 3x12} 8& 10 |  Segment'l] 46" ”* 1200 
B 15 2x12 3&10 ae 600 
B if 4x12 3& 10 5 300 
Cc 6 6” to 7 | 3x8 or 3x12 | 8& 10 ce 250 
Cc 6 6" to 7 3x12 6& 10 i 300 
Cc 6 6" to 7 4x12 3& 10 * 500 
Cc 7 to 8 6” 3x12 6&10 ay 250 
c to 8! 6” 4x12 3 & 10 ¥ 400 
Cc Sxl 3 & 10 , 400 
Cc 10 4x12 3& 10 ‘A | 300 
Cc 12 2x12 3 & 10 3 350 
Cc 12' 3x12 3&10 | = 275 
Cc 4x12 3& 10 iy 200 
Cc 15 2x12 3 & 10 nik 200 
Cc 15 2x12 3&10 04 250 
Cc 15 3x12 3& 10 +s 175 
Cc 15 4x 3& 10 25 100 

















Note.—Where stone concrete is used on spans mentioned it is safe to add 50 Ibs. per 
square foot live load over the load given for cinder concrete. 


98 


- é E t i I 
THE PEDLAR PEOPLE, Limrrep “ Xeeping Beene 





FLOORS—Continued 


























2 ore 
BS 
=] 
$s Span Mesh os Concreted Thickness 52 A 
z ires of Arch Zz 5 zg 
D |6 6" t 3x8 or 3x12 |8 & 10| Cinder 4” at Crown 125 
pigees| Se [tee . |g oo | B 
a a t u x pc 
E 6 6" to 8 3x12 §& Ww ¢ 3&4" 150 
3 E 2 
Gauge : 3 
Hy Span Mesh Wess Concrete bo ay arg F g 5 
2 ss 
6 6" to 8 3x12 8& 10) Cinder a9 100 
pup ee Se eel ee) 
D to 12’ 
12’ to 19 3x12 3&10 by 4” wo 5” 120 








Nore.—Where stone concreteis used on spans mentioned it is safe to add 50 lbs. per 
square foot live load over the load given for cinder concrete. 
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Patented Feb. 12th, 1907. 


“Perfect” Corner Bead 


Saves time. Simple to erect. Rigid and straight. Will fit any 
ground. Absolutely rustproof. Preserves the decorations. Can be 
spliced to any length. Lasily fitted to ovals and arches. Renders 
plumb lines and straight edges unnecessary. 

Erected around windows. It makes a fireproof, sanitary and 
artistic finish, saves floor space, and costs practically nothing as com- 
pared with wood trim. 

Send to any of our warehouses for sample. 
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Pedlar's ‘‘Perfect"’ Plasterers’ Corner Bead) as used on segment 
arches. This corner bead can be curved to any size radius by cutting 
with a pair of tinner's snips as shown in this illustration. Outlines 
a true circle to guide the plasterer. 
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Pedlar’s “National” Steel Corner Bead 


A Marvel of Corner 
Bead strength and 
rigidity. 





Weight per 100 lineal feet, including 
Clips, 28 lbs. : 
Clips are placed 12 inches apart. 








Number | Kind | Code | ee ee 
1067 Galvanized | Porcn 4 cents 





Made in 6, 7, 8, 9 and 10 foot lengths. 
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“National Solid Rail” 
Steel Corner Bead 


The National Steel Corner Bead has an opening in the web of the 
rail 2 inches long every three-quarters of an inch, as a key for the 
plaster, through which the plaster and steel are locked and bound 
together. This is a valuable and indispensable Corner Bead feature. 


It fits any depth of ground, and when erected on the wall cannot 
be moved or knocked out of plumb. 


It is absolutely rigid and straight, forming a perfect alignment 
and an indestructible plastered corner. 


National Bead can be easily and quickly applied to arches and 
ovals of any angle, adds beauty to the construction and is a guide 
to the plasterer. 


The “Strap Clinch” clip, which accompanies this bead, locks and 
clinches around the base of the bead and cannot be torn loose. 


We supply a special plier for quickly and easily attaching the 
clips to this type of bead. 


Send for samples, Free on request. 
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A Few Prominent Buildings: 


Which have Recently been Equipped with “Pedlar” 
“Universal” and “National” Steel 


Corner Bead 
Sir Wm. Macdonald's Agricultural College........ St. Anne de Bellevue 
Canadian Express Oo. BIdS: ... 26... csceaevvesenvecseveererds Montreal 
Marke Flaten Ge SONS FOG: » ais sr045:on9-08 99. we oe a nb insisederyeatuclee Montreal 
Linton Apartments BIdg..... 260+. ee seee eee ieee sar cenene Montreal 
Light, Heat and Power Bldg. ...... 6.6.00. 0c eee cce seer eeees Montreal 
Princess Theatre ......-....0.ss000 econo es APES EU Cd ae Montreal 
Bennet’s Theatre......-.....22058 ++ fe Naat apts PES Montreal’ 
Se OB Ci SUPE OMAP CC. CLE R ONTO. GRE OOO COLNE CORIO” Montreal 
Batis GE MOnGAD si 0 0 aces ons. x: oie one smd net siemiecvinn wanes ee Montreal 
Montreal ‘Technical SCHOOL. 60.00. osc yarns se eeenscineney sees Montreal 
Montreal Post ORIO8 sois(o oyna ke Mein sssie oy vaueidiovnvane seme pae .Montreal 
Coristine Building ..........--eeeeeceeeeee BRE ne ta x ORE Montreal 
Royal Victoria Hospital........... 060+ eseee ese eee cee ceees Montreal 
Churchi of Ascension: oii: .2i0ss ies Shiai vias ea eivie's ecomers Montreal 
MOG UIVORBIEY cotta neeidloos osleme sta haaiinvienntdicua oss Montreal 
Singer Building. ........6..-0055 seeeeeereeere et oees St. Johns, Que. 
P Bator: COs cisicie cite ecelt's's ats o5y o-vssis)inwynielele msiaiel nce miaiviwmaercve.s.90/8. 68 Toronto 
Royal Bank .....0 ssecsereeceeer ects © ceneeeenereerenee cans Toronto 
Ganoral Post OWICE 6 oisicnmsce cree scene ces hese tenuins # > ys Toronto 
St. Joseph’s Convent........6:ee cesses cee gee seen eesee reese Toronto 
Victoria College Library. ........ 6606-06 ec sc eee eee eee e ne eues Toronto 
Bank of Commerce .......-...-.00065 sceYelh\p alesaterpivlelalgrersroase.e </e Toronto 
Walker House........ -- Lg JEpres cule buen. oR RAIER REE Te Seals - Toronto 
Public Library 6c .66ceescvccscwevec ry ersgnemeseeesecccncnsiais Toronto 
Packard Garage oa nivincieis coats tee Hass Cres ssmeininvinstedie sciesleis Toronto 
Lumsden Building. ......2. se ceecscccciietic sale y silesaiieeee sedis Toronto 
Canadian Pacific Hotel.....- 0.0.00. s 56st cece seen en eee Victoria, B.C. 
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Pedlar’s Steel Channel Studs 


For Hollow Fireproof Partitions. 


This form of Hollow Fireproof Partition is a superior 
stud for the following reasons :— 

(1) It is made from one piece of heavy sheet metal, 
thereby insuring strength and rigidity. 

(2) Being in one piece, it is easily placed in position. 

(3) The prongs are pressed out of the metal itself, 
and are a perfect fastener for the metal lath, 


(4) The cost of applying “Perfect'' Metal Lath to 
this form of stud is cheaper and quicker than by any 
other process. 

(5) The shape of the stud permits of pipes and 
wires being run through them, the stud being a perfect 
casing for them. 

(6) It requires no cross-bracing. 


(7) Shipped in 3, 4, 5, 6, 8 or 10 foot lengths. Ten 
foot lengths always shipped unless otherwise ordered. 


(8) Painted in a dip coat of paint. 





Approximate , 
Number | Size |Gauge| Weight Code | Price 
per 1,000 feet per foot 








1068A 14 inch | No. 18 590 Ibs. Pick 2Me, 
2 inch 





No. 1068, 1068B No, 18 670 Ibs. Pickte | 23e. 
1068C 2% inch | No. 18 750 Ibs. Pronic | 3c. 

Top and 1068D 3 inch | No. 18 850 Ibs. Pico a4e. 
Bottom Sockets 1068E 3% inch | No. 18 920 Ibs. Porr Shee. 
%. each 1068F 4 inch | No, 18 1000 Ibs. Pouch | 4 ec. 





For lengths over 10 feet add ‘sc. per foot. 


Above prices are for painted stock only. Prices on galvanized material will be 
quoted on specification of requirements. 
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Pedlar’s Hollow Fireproof Partitions 
Applied to Wood Construction 














Above illustration shows No. 1068 Channel Stud in position. 

Made in six sizes, viz.: 114, 2, 214, 3, 346 and 4 inches. 

Add to the size of the stud about 4 inch of plaster on each side of 
stud to arrive at the thickness of the finished partition. 
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Pedlar's Steel Double “‘T” Stud 


For Hollow Fireproof Partitions 


Top Socket 


This stud makes a Hollow Fireproof par- 
tition, allowing a continuous air space be- 
tween the two sides of partition. 

It permits of pipes and wires being run 
through them. 

Metal lath can be applied and fastened 
with the prongs which are pressed from the 
studs. 

Made in 3, 4, 5, 6, 8 or 10 foot lengths. 

10 foot lengths always shipped unless 
otherwise ordered. 

This Double Stud is made up of two 14- 
inch No. 1070 “T” studs, and can be made 
any width from 3% to 6 inches or larger. 





No, 1069 Bottom Socket 
ee | Price 
Number Size Gauge Code per 
} per 1, OO feet lineal foot 
Bet 
1069 «=| 3% inch 18 Gauge 1,150 Ibs. Pour | Ge. 











Sockets, 2'c. each. 

For lengths over 10 feet, add ‘sc. per foot. 

Above prices are for painted stock only. Prices on galvanized material will be 
quoted on specification of requirements. 
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Bottom Socket 
Sockets, 2c. each 


THE PEDLAR PEOPLE, LIMITED 





> Pedlar’s Steel 
Solid 

Partition 

“"P? Stud 





Top Socket 


By the use of this stud, the old method of 
lacing the metal lath is done away with, as 
the prongs pressed from studs make a com- 
plete and substantial tie. 


Metal lath can be applied to this stud in 
less than half the time required in any other 
method. 


This stud makes a solid partition when 
plastered on both sides, varying in thickness 
from 1% to 134 “inches. 


These partitions have lath on one side 
only, but are plastered on both sides. 


The Top and Bottom Sockets provide a 
quick means of fastening the stud, and enable 
the workman to make a true and straight 
partition. 


Made in 3, 4, 5, 6, 8 or 10 foot lengths. 
10 foot lengths always shipped, unless other- 
wise ordered. 


Shipped from our factory painted in a 
dip coat of paint. 











5 Approx, Price 
No. Size Gauge eight Code r 
per 1000 ft. ‘oot 

1070A % in. | No. 18 420) lbs. Picts 5 
1070B | 1'4 in. | No. 18 550 ibs. Picur 2%e. 








For lengths over 10 feet, add 'sc, per foot. 

Above prices are for painted stock only. Prices on 
galvanized material will be quoted on specification of 
requirements. 
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Pedlar’s Solid Fireproof Partition 






éy ‘ca} 
ecestan, tai 
OOK 
ROO 
">, + Salil 

/ 
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i 
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Shows No. 1070 “T” Stud in position. 
These partitions have metal lath on one side only, but are plastered 
on both sides if desired. 
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Pedlar’s Sheet Steel Furring Strip 


For Brick, Terra-Cotta, Stone or 
Wood Walls and Ceilings 


Made in 3, 4, 5, 6, 8 or 10 foot lengths. 10 foot 
lengths always sent, unless otherwise ordered. 


For lengths over 10 feet, add '4c. per foot. 














— ‘ 
| |. Approx. | Price 
No Kind Size | Gauge | Weight per) Code per 
| 1,000 feet | foot 
1080 | Painted | 34 inch | No. 20 | 325 Ibs. Pte Lec. 











Prices on galvanized material will be quoted on specification 
of requirements. 


No 1082 


Pedlar's j-inch x j-inch Angle Iron 


Is used chiefly as a reinforcing horizontal bar for a 
hollow or double “T"’ partition. 





Weight Price 








No. Kind Gauge per Code per 1,000 
1,000 feet lineal feet 
1082 Painted No. 16 380 Ibs. | Pour $21 00 





Above price is for painted stock only. Prices on galvanized 
stock will be quoted on receipt of specification of requirements. 
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No, 1087 | 


Pedlar’s Steel Wall Fastener 
For Fastening Metal Furring Strips to Brick Walls 


Showing method of 
fastening Metal Furring 
Strips on the “Pedlar” 
Wall Fastener by the use 
of our Metal Clip for same. 


Our Metal Lath can 
readily be applied to the 
Furrings, and fastened 
on the prongs, which are 
pressed out of the metal, 
thus making an absolutely 
Fireproof Wall. 





= i Price 
Number Name Kind | pee to iret Code saetieek 











Wall fot aie 
jor | “ing lpn at | ca | nite | Poe | Bho 


Clips for same, ‘4c. each. 
Be eas ee painted stock only. Prices for galvanized stock will be 
quoted on receipt of specification of requirements. 
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Pedlar’s Suspended 
= Ceiling Hangers 
No. 1092 


These are made in any desired 
length of suspension arm, and spread 
to suit “I Beams. 

Prices will be quoted on receipt of 
specification of requirements. 


No, 1092. Code—Pox 


Pedlar’s System of Suspended Ceilings 





By the use of ‘Pedlar's” Suspended Ceiling Hangers any desired 
space can be left between the “I' Beams and the plaster, which is 
applied on “Pedlar's” Perfect Metal Lath, attached to “Pedlar's” 
Perfect Channel Irons. 
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Pedlar’s “‘Perfect’’ Sheet Metal Channel Irons! 





No. 1093B. 44 inch. 


1 
| Irons as manufactured by us from 18 gauge sheet stee 
are pens aesalerppevtios and straight, shipped in 10 foot lengths. 








‘ Weight Price 

Number Kind Size Gauge | nae on Raat Code per foot 
‘i eax a) i 7" : Lge. 
ed Red 1 inch No. 18 26 Ibs. Poy ic 
1038 Painted Red | S¢inch | No. 18 ' 26 Ibs. PRAAM I'4c. 


Wrought Iron Channel Iron 








Number | Size soe ie tee . Code Price per foot 
3¢ inch 57 Ibs. Pier 2c, ' 
loot i inch 67 Ibs, Prercr Dee. 


We carry in stock at Oshawa, Toronto, Montreal, Ottawa and 
London, 3¢ and 1 inch Channel Iron. 
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Pedlar’s Channel Clips 


Beemer); 1 


Shows M.I, — attached to Wrought gis acai in 
position to secure same to ‘‘I" 


THE PEDLAR PEOPLE, Limrrep 





M.I Clip 
No, 1095 


me | __) 





Shows S.S. Cp attached to Sheet, ee Channel in position 8.S.°Clip 

0 secure same to “'l’' Beam No. 1096 

wi x = = 

Number Kind on Code Price per 100 
"1095 Malleable Iron 14 Ibs. Prank $1 50 
1096 Sheet Steel 1144 Ibs. Prare 199 








Pedlar’s System of Fireproofing Ceilings 
As Applied to Steel Girders 


By the use of our Clips, No. 1095 or No. 1096. either our MI. 
Channel or our S.S. Channel can be securely attached to steel “I” 
Beams as above, and when “Pedlar" Lath is applied to the Channels it 
makes a perfectly fireproof ceiling. 
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Pedlar’s “Perfect” Metal 
Wall Tie 





Shows manner of Bonding Face Brick 
in Solid Wall 


Pediar’s “PERFECT” Metal Wall Ties are made from expanded 
metal, and are painted in a dip coat of oxide paint before being shipped. 


Size, 14¢ inches wide by 8 inches long. 


These Wall Ties are made for Solid Brick Walls only. 





Style of Wail Weight Price 
Number | Style een | per 1000 Kind | Code 








1102 Solid 50 Ibs. 
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Pedlar’s “Universal’’ Metal Wall Tie 


Pedlar’s “Universal” Metal Wall Tie 





Shows manner of Bonding Outer and Inner Brick Walis 


Showing Veneer Brick Bonded with the “Universal” Tie. 


“Universal” Metal Wall Tie for Solid 
Brick Wall 


Size, 1 inch wide by 8 inches long 


“Universal’’ Metal Wall Tie for Veneer 
Brick Wall 








Price A ‘ > ‘ 
WwW Weigh 
Number | Style of Wall | Weight, | Kind | Code | per. Size 1 inch wide by 4 inches long. 

Pedlar’s “Universal” Metal Wall Ties are made from heavy band 
uo bony ae a Fas oho ex % 2 iron, and are painted in a dip coat of oxide paint before being shipped. 
11120 Veneer Ibs. | Galv'd | Prown | 500 The Galvanized Ties require no painting. 
1112D Solid 70lbs. | Galv'd | Prone | 5 00 

These Ties are made for both Solid Brick and Veneer Brick Walls, 

Moc 4a , and both galvanized and painted. 
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Pedlar’s ‘‘Perfect’’ Steel Wall Plug 


The Standard Nailing Base for interior finish in Brick and Concrete 
construction. 


THE PEDLAR SYSTEM of securing interior woodwork in Brick, 
Concrete and Hollow Tile construction has now quite displaced the 
old and objectionable methods heretofore employed. 


PLUGGING WITH WOOD to afford a nailing base for furring, etc., 
was the best of the old methods, but was open to the following 
objections: cost, uncertainty and lack of durability. 


THE PEDLAR PLUG is made of Heavy Sheet Steel, so formed that 
an opening is made sufficiently large for a 3-inch nail. 


Number Kind Weight per 1000 Code Price per 1000 
115A P. 170 Ibs. Pru $20 00 
‘ainted hes 


1115B Galvanized 170 Ibs. Pric 





When packed for Export—add 30 Ibs. to shipping weight. 
124 





ie 


THE PEDLAR PEOPLE, Limrren “ Kecping, Beetlastingly 


at it 








ne eeee 





Pp = = 5 


METAL WALL. PUGS "4 





PLASTER Siete 


Illustration shows Pedlar “Perfect” Steel Wall Plug in place 
when used for Furring out on Brick or Concrete. 


THE PEDLAR PLUG is of such a thickness that it is instantly 
placed in the mortar joints as the walls go up, and when the cement 
hardens the plug is absolutely immovable. The flexibility and form of 
the plug, however, readily admits of a nail being driven into it without 
in any way disturbing the construction. 


IT MAKES NO DIFFERENCE, therefore, whether the interior finish 
is put in immediately or even a year afterwards, for the nailing base is 
always ready. 


THE COST is insignificant, and the time saved over any other 
method is very soon apparent. 


ANY NAILING BASE should be put in to stay, and should be 
absolutely reliable both for the present and the future. 


THE PEDLAR STEEL WALL PLUG is reliable, and no architect 
can afford to overlook it in the preparation of his specifications, as by 
its use he is sure of the future stability of his nailing base; there is no 
other practical and economical method by which he can obtain the 
same results. 
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Pedlar’s Metal Ceilings 


N the following pages we show a few designs in Ceiling and Side 
Wall finish as manufactured by us in sheet steel. 


We make a complete interior finish in this class of goods, in- 
cluding coves, mouldings, mitres, wainscoting and wall and ceiling 
panels, in miscellaneous and classified designs. Our collection of 
designs embraces over two thousand different patterns suitable for 
all classes of work, such as Churches, Asylums, Private Houses, 
Public Buildings, Stores, etc., etc., and ARE SHOWN IN TWO SEPA- 
RATE CATALOGUES, COPIES OF WHICH WILL BE SENT FREE TO 
ANY INTERESTED PERSON ON REQUEST. 


Pedlar's Steel Ceilings are as Cheap as any other good finish, and 
are absolutely permanent and highly decorative. 


126 





THE PEDLAR PEOPLE, Limirep “ Xéeping  Everlastingly 


at it Brings Success." 


Ceiling or Wall Design 





Illustration would cover 6 x 8 feet. Composed of twelve panels, 
No. 92, each 24 x 24 inches. Can be arranged with suitable mouldings, 
cove, ete., to fit any sized ceiling. 


Panel No. 92. Price per square foot, 44 cents, Code—A.ry. 
Scale, 4 inch=1 foot, 
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Wall Panel r Metal Ceiling 








=e 





Illustration would cover 72 x 98 inches. Composed of six sheets 
pg ft a No. 138, each sheet being 25 x 50 inches, and covers | Nasinatie oper A A Sea chaned ok. ects 
24 x 48 inches. 7 ; No. 163, each 24 x 24 inches. Can be arranged with suitable mould- 

Panel No, 138, Price per square foot, 4% cents, Code—At.oy, . ings, coves, etc., to fit any sized ceiling. 


Scale, 4 inch=1 foot. | ¢ 
x Panel No. 163. Price per square foot 444 cents. Code—Banse 
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Illustration would cover 4 x 6 feet. ag se of four corner panels, No. 176, two 
border panels, No. 177, all 24 x 24 inches. Can be arranged with suitable mouldings, 
coves, ete., to fit any sized ceiling. 

Panel No. 176. Price per square foot, 4% cents. Code—Barr. 

Panel No. 177. Price per square foot, 44 cents. Code—Boar. 
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Ceiling Panel 





Illustration would cover 6 x 8 feet. Composed of twelve panels, 
No. 183, each 24 x 24 inches. Can be arranged to fit any sized room. 


Panel No. 183. Price per square foot, 4’ cents, Code—Banist. 
Seale, % inch=1 foot, 
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Ceiling or Wall Panel 





Illustration would cover 6 x 8 feet. Composed of six panels, No. 184, 
each 24 x 48 inches. Can be made to fit any sized room, also can be 
used for side wall covering. Especially adapted for kitchen or bath- 
room ceilings or walls where tile effect is required. 


Panel No. 184. Price per aguare foot, 434 cents. Code—Banner 
Seale, % inch=1 foot. 
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Pedlar’s “Perfect”? Metal Wall Tile 


THIS METAL WALL TILE is not to be considered as an imitation 
of the genuine Porcelain, but is a substitute that will be found equally 
as desirable on certain classes of work, and at a fraction of the cost. 
It is, however, an exact reproduction, and being made out of the very 
best sheet steel procurable, will last indefinitely. After being stamped, 
each sheet is hand dipped in Sherwin-Williams’ best White Enamel 
Paint, insuring absolute protection from rust on both sides. This dip 
coat, however, is not the final coat, but it is intended to be re-enameled 
after it has been put in position, thereby insuring the best possible 
covering for the whole surface, as well as a covering for all nail heads. 
In applying the second coat, any color scheme may be followed, but 
white enamel is recommended. 
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Pedlar’s ‘Perfect’? Metal Wall Tile 





Wall Panel No. 130. Code word—Prise 
Size 19'6 x 274 inches. Price per square foot, 454 cents 


The desire in modern building is to make interiors—Walls and 
Ceiling—sanitary, and no better method has been discovered than 
this tile. For Bathrooms, Kitchens, Restaurants, Asylums, nothing 
can equal it. 
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Pressed Zinc Centers 





No, 6350—Ventilating, 18 x 18 x 5% inches.. . Price $2.65. Code—Fume 
No, 6350A—Not ventilating, 18 x 18 x 544 ins. Price $2.65. Code—Fump 





No. 6351—Ventilating, 2034 x 2014 x 234 ins. Price $2.65. Code—Fun 
No. 6351A—Not ventil., 2034 x 20% x 244 ins. Price $2.65. Code—Funcr 
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Pressed Zinc Centers 
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No. 6362—Ventilating, 24 x 24 x 6% inches. Price $5.35. Code—GaBeL 
Price $5.35. Code—Gab 


No. 6863—Not ventilating, 24 x 24x 5% ins. 











oer a ; * tie 
No. 6364—Not ventilating, 24x 24x 1% ins. Price $5.35. Code 
gree Price $5.35. Code—Gary 


No. 6364A—Ventilating, 24 x 24 x 1% ins. 
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Pedlar’s “Perfect” Culvert 
CORRUGATED 


MADE OF ANTI-CORROSIVE 


s T q % is 
NUONCAN i 


Patented—December 22nd, 1908, and September 19th, 1911 


Nestable Type 





For Municipal and Industrial Uses as Permanent Construction on 
Right-of-Way, Street Gutters, Well Casing, Municipal and County Road- 


work, Sewers, Level Crossing Approaches. 
mh ha 


eR 























= Riveted Type 


Permanent Construction on Railway Right-of-Way, Roundhouse 
and Tunnel Ventilation, Sub-Surface Yard Work, Semaphore Wire Con- 
duit, Drainage, Irrigation, ete. Also Pressure Flume for Waterpower 


Work, etc. 
Permanent Frost-proof Construction, Adapted to Heavy 
Continuous or Intermittent Loads 


Made to Special Specifications and for Special Uses on Request. 


Apply to Executive Offices. 
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SHOWS PEDLAR'S “PERFECT” CULVERT ASSEMBLED3READY 
TO BE LOWERED TO DITCH. 
THE ABOVE SHOWS TO GOOD ADVANTAGE THE STRENGTH 
OF THE CULVERT 


SHOWS A WASHOUT 14 FEET DEEP CAUSED BY A BROKEN 
CEMENT TILE CULVERT STOPPING THE 
NATURAL FLOW OF WATER, 


138 189 


. 
The Washout The “ Perfect ” Culvert 
e Washou 
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In Position The Completed Roadway 


SHOWS PEDLAR’S “PERFECT” CULVERT IN POSITION AFTER 
SHOWS PEDLAR’S “PERFECT” CULVERT IN THE THE ROAD WAS LEVELLED 
WASHOUT BEFORE BEING COVERED. } 
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Make Good Well-Curbs 


Pedlar Culverts make the best possible curbing for dug wells of 
any depth or diameter. Their great strength makes it unnecessary to 
brace them in any way against the side-thrust of the soil; and a 
light frame of timber at the top is all that is needed to hold such a 
curbing permanently in place. Neither insects, rats or other burrowing 
and gnawing vermin can get through the heavy Toncan Metal, and 
there will be no crevices for earth to work through and befoul the 
water. 





Culvert being lowered into place 
as well-curbing. Nothing equals 
it for such uses 
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Send for CULVERT 
CATALOGUE, NO. 3 


Sent free on request 


It gives full informa- 
tion regarding both 
styles of culvert. 


Tested samples of 
Toncan Metal from 
which these cul- 
verts are made 
will be sent 
you for the 
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Pedlar’s “Perfect” Flumes 


Patented in Canada, 1910 
MADE OF ANTI-CORROSIVE 


<TON AND 


+. METAIN© 


For Public and Private Irrigation Works, Spillways, Feeders, 
Mining Projects, Aqueducts, Sheep and Cattle 
Ranches, Village and Town Waterworks. 
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Pedlar’s “Perfect’’ Flumes 








Parts of Pedlar's ‘‘Perfect'' Flume Assembled. 


In Transportable Semicircular Sections of “Toncan" Patent Non- 
Corrosive Metal. Non-leaking and adapted to any capers and Wide 
Variations of Temperature. 


Detailed Specifications of Special construction, Curves, Irrigation 
Gates, etc., with Prices, on request. 


Write for Free “Flume” Catalogue 
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“Pedlar” Portable 
Granaries 





Write for Free Booklet, for Prices and 
Full Information 
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“Pedlar” Portable Granaries 
are made in sheet metal, and are shipped in sections, 
making them easy to handle. They are simple in 
construction, so that a man and helper can erect one 
any place on his farm. 


“PEDLAR” GRANARIES SAVE HAULING, 
DEFY RATS, DEFY WEATHER, 
SAVE GRAIN 


THEY ARE MADE IN THE FOLLOWING SIZES: 


DIMENSIONS 


150 Bu., 60’ Diam., 7’ high, 7 Panels 
200 Bu., 6’ 9” Diam., 7’ high, 734 Panels 
300 Bu., 7'9’ Diam., 8’ high, 9 Panels 
400 Bu., 9° 0" Diam., 8’ high, 10!¢ Panels 
500 Bu., 10' 0” Diam., 8’ high, 1144 Panels 
600 Bu., 11' 0” Diam., 8' high, 12% Panels 
1000 Bu., 12’ 9” Diam., 10’ high, 1414 Panels 


Prices on application to anp of our offices 
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